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stainless  
 steel

K2.ECO  K2. K2.IA K2FR

Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A)

Industrial valvesball valvesthreaded ends2-piece, full bore

2-pc. ball valve F/F 
ECONOMIC

2-pc. ball valve F/F 
 with locking device DIN 3202 M3

2-pc. ball valve  
with spring return F/F

2-pc. ball valve 
F/M

mini-ball valve 
F/F

mini-ball valve 
F/M

1-pc. ball valve 
F/F, ECONOMIC

1-pc. ball valve, F/F 
ECONOMIC with butterfly handle

Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A)

Industrial valvesball valvesthreaded ends1-piece, reduced bore

MINI.IG MINI.IA KU. KUFG

Material 1.4408 (V4A)

3-pc. ball valve butt weld 
ECONOMIC

3-pc. ball valve butt weld
DIN 3202 S13

3-pc. ball valve butt weld 
TA-air, ATEX

Orbital weld-on ball valve 
ISO, 3-pc. *

K3.SE K3.S K3.PSS ORK3 

Industrial valvesball valvesbutt weld ends

Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A)

3-pc. ball valve 
ECONOMIC

3-pc. ball valve 
DIN 3202 M3 

3-pc. ball valve 
TA-air, ATEX 

Industrial valvesball valvesthreaded ends3-piece, full bore

Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A)

K3.EIG K3.I K3.PIG SV.

stem extension 
for K3.S, K3.I, 3W. und KK.

               3D models for this article can be found on our website. You will find the description of the download on page 16.

Size PN €/Pc.

G 1/8 63 22,00
G 1/4 63 19,20
G 3/8 63 20,20
G 1/2 63 22,80
G 3/4 63 request
G 1 63 request

Size PN €/Pc.

G 1/4 63 15,50
G 3/8 63 15,80
G 1/2 63 19,30
G 3/4 63 29,00
G 1 63 39,20
G 11/4 63 56,20
G 11/2 63 68,90
G 2 63 105,10
G 21/2 40 217,60
G 3 20 298,20
G 4 16 611,80

mm Size PN €/Pc.

13,5 1/4 63 15,50
17,2 3/8 63 15,80
21,3 1/2 63 19,30
26,9 3/4 63 29,00
33,7 1 63 39,20
42,4 11/4 63 56,20
48,3 11/2 63 68,90
60,3 2 63 105,10
76,1 21/2 40 217,60
88,9 3 20 298,20

114,3 4 16 611,80

mm Size PN €/Pc.

13,5 1/4 63 31,50
17,2 3/8 63 31,90
21,3 1/2 63 33,50
26,9 3/4 63 41,90
33,7 1 63 57,30
42,4 11/4 63 76,20
48,3 11/2 63 110,00
60,3 2 63 151,10
76,1 21/2 40 319,80
88,9 3 20 425,00

114,3 4 16 878,00

mm Size PN €/Pc.

13,5 1/4 63 58,70
17,2 3/8 63 59,00
21,3 1/2 63 59,30
26,9 3/4 63 71,90
33,7 1 63 98,50
42,4 11/4 63 127,80
48,3 11/2 63 185,90
60,3 2 63 251,80
76,1 21/2 63 563,40
88,9 3 63 716,00

114,3 4 63 1.178,00

mm Size PN €/Pc.

17,2 3/8 63 request
21,3 1/2 63 49,40
26,9 3/4 63 60,30
33,7 1 63 88,60
42,4 11/4 63 129,90
48,3 11/2 63 165,80
60,3 2 63 213,40

Size PN €/Pc.

G 1/4 63 10,50
G 3/8 63 10,80
G 1/2 63 11,90
G 3/4 63 17,60
G 1 63 25,30
G 11/4 63 39,90
G 11/2 63 49,80
G 2 63 79,90
G 21/2 40 157,50
G 3 20 211,40
G 4 16 538,00

Size PN €/Pc.

G 1/4 64 9,10
G 3/8 64 9,30
G 1/2 64 11,20
G 3/4 64 13,90
G 1 64 18,20
G 1 1/4 64 25,90
G 1 1/4 64 32,80
G 2 64 51,00

Size PN €/Pc.

G 1/4 63 58,70
G 3/8 63 59,00
G 1/2 63 59,30
G 3/4 63 71,90
G 1 63 98,50
G 11/4 63 127,80
G 11/2 63 185,90
G 2 63 251,80
G 21/2 63 563,40
G 3 63 716,00
G 4 63 1.178,00

Size PN €/Pc.

G 1/4 63 15,30
G 3/8 63 17,50
G 1/2 63 18,00
G 3/4 63 24,10
G 1 63 36,60
G 11/4 63 50,80
G 11/2 63 73,40
G 2 63 124,60

Size PN €/Pc.

G 1/8 63 22,00
G 1/4 63 19,20
G 3/8 63 20,20
G 1/2 63 22,80
G 3/4 63 request
G 1 63 request

Size PN €/Pc.

G 1/4 63 29,60
G 3/8 63 29,90
G 1/2 63 32,60
G 3/4 63 43,90
G 1 63 59,80
G 11/4 63 77,90
G 11/2 63 112,10
G 2 63 152,60
G 21/2 40 325,80
G 3 20 413,10
G 4 16 978,00

Size PN €/Pc.

G 1/4 130 17,90
G 3/8 130 18,20
G 1/2 130 22,50
G 3/4 130 34,40
G 1 130 40,80
G 11/4 64 57,90
G 11/2 64 86,00
G 2 64 119,80
G 21/2 40 279,10
G 3 20 378,00

Size PN €/Pc.

G 1/4 64 15,00
G 3/8 64 15,20
G 1/2 64 17,50
G 3/4 64 request
G 1 64 request

for size €/Pc.
1/4 65,90
3/8 65,90
1/2 65,90
3/4 65,90
1 82,40
1 1/4 82,40
1 1/2 119,80
2 119,80
2 1/2 238,00
3 238,00
4 358,00

Size PN €/Pc.

G 1/4 130 43,80
G 3/8 130 44,40
G 1/2 130 51,50
G 3/4 130 78,40
G 1 130 81,00
G 11/4 64 request

G 11/2 64 request

G 2 64 request

You will find the current stock levels and technical data on our website www.heco.de/en

* Also available in the beverage 
brochure as series 2 DIN
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stainless  
 steel

BKHG K3HD K2.W DVGW.K2.G

Material 1.4571 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A)

     

3-pc. ball valve high pressure
F/F

You will find the current stock levels and technical data on our website www.heco.de/en

2-pc. gas ball valve, 
DVGW-G, type 834

2-pc. ball valve F/F, 
DVGW-W, type 835

Industrial valvesball valvesthreaded endshigh pressure

block ball valve high pressure 
with threaded ends

water gas

threaded ends2-piecefull boreDVGWstainless steel

3W.T 3W.L 4W.T 4W.L

3-way ball valve 
with T-bore

3-way ball valve 
with L-bore

Material 1.4408 (V4A) Material 1.4408 (V4A)

1-pc. wafer-type 
ball valve

2-pc. flange ball valve
ECONOMIC 

2-pc. ball valve flanged end 
DIN 3202 / EN 558-1 series 27

3-way ball valve flanged end 
with T- or L-bore

KK. FK.ECO FK. 3WFK

Industrial valvesball valvesthreaded ends

Industrial valvesball valvesflanged ends

4-way ball valve 
with T-bore*

4-way ball valve 
with L-bore*

               3D models for this article can be found on our website. You will find the description of the download on page 16.

Material 1.4408 (V4A) Material 1.4408 (V4A)

Size PN €/Pc.

G 1/4 500 request

G 3/8 500 request

G 1/2 500 request

G 3/4 315 request

G 1 315 request

G 1 1/4 - request

G 1 1/2 - request

G 2 - request

Size PN €/Pc.

G 1/4 10 request

G 3/8 10 request

G 1/2 10 34,40
G 3/4 10 42,80
G 1 10 58,40
G 1 1/4 10 87,00
G 1 1/2 10 114,40
G 2 10 185,00

Size PN €/Pc.

G 1/4 200 81,00
G 3/8 200 82,30
G 1/2 200 96,90
G 3/4 200 127,90
G 1 200 172,80
G 1 1/4 130 260,90
G 1 1/2 130 335,00
G 2 130 562,90

Size PN €/Pc.

Rp 1/4 16 request

Rp 3/8 16 request

RP 1/2 16 47,60
Rp 3/4 16 64,60
Rp 1 16 87,60
Rp 1 1/4 16 127,00
Rp 1 1/2 16 143,40
Rp 2 16 235,80

Size PN €/Pc.

G 1/4 63 65,40
G 3/8 63 65,80
G 1/2 63 68,70
G 3/4 63 79,80
G 1 63 116,60
G 11/4 63 155,10
G 11/2 63 222,00
G 2 63 358,40
G 21/2 40 719,10
G 3 20 991,90
G 4 16 1.378,00

Size PN €/Pc.

G 1/4 63 65,40
G 3/8 63 65,80
G 1/2 63 68,70
G 3/4 63 79,80
G 1 63 116,60
G 11/4 63 155,10
G 11/2 63 222,00
G 2 63 358,40
G 21/2 40 719,10
G 3 20 991,90
G 4 16 1.378,00

Size PN €/Pc.

G 1/2 63 request

G 3/4 63 request

G 1 63 request

G 11/4 63 request

G 11/2 63 request

G 2 63 request

G 21/2 40 request

G 3 20 request

G 4 16 request

Size PN €/Pc.

G 1/2 63 request

G 3/4 63 request

G 1 63 request

G 11/4 63 request

G 11/2 63 request

G 2 63 request

G 21/2 40 request

G 3 20 request

G 4 16 request

DN Size PN €/Pc.

15 1/2 16 69,90
20 3/4 16 79,80
25 1 16 119,90
32 11/4 16 170,00
40 11/2 16 209,60
50 2 16 290,00
65 21/2 16 399,40
80 3 16 551,00

100 4 16 797,10

DN Size PN €/Pc.

15 1/2 40 107,00
20 3/4 40 133,90
25 1 40 163,70
32 11/4 40 215,30
40 11/2 40 281,30
50 2 40 348,30
65 21/2 16 519,80
80 3 16 640,00

100 4 16 940,00
125 5 16 2.390,00
150 6 16 3.100,00
200 8 16 request

DN Size PN €/Pc.

32 11/4 16 request

40 11/2 16 request

50 2 16 1.070,00
65 21/2 16 1.526,20
80 3 16 1.973,20

100 4 16 3.083 ,20

DN Size PN €/Pc.

15 1/2 40 84,50
20 3/4 40 105,00
25 1 40 128,30
32 11/4 40 177,60
40 11/2 40 229,20
50 2 40 288,50
65 21/2 16 412,40
80 3 16 511,60

100 4 16 645,30

Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A)

*Optionally available with X-bore *Optionally available with X-bore

K2.W
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stainless  
 steel

Electric actuators
An electric actuator serves to automatically open and close 
a ball valve. The robust polyamide housing, a protection type 
of up to IP 67 and the two voltage ranges make the electric 
actuators a simple alternative to a pneumatic actuator. 
The greatest difference when compared with pneumatic 
drives are certain to be the shorter switching time, a less fre-
quent switching frequency (standardized pursuant to DIN EN 
15714-2) and the polyamide housing. The electric actuators 
in this series are not EX-protected.

Backup battery pack
The backup battery pack is installed in the actuator and can-
not be seen from the outside. It serves to move the actuator 
to a safety position (open/ closed) in case of a power failure.

        It is not suitable for use as a continuous power supply.

Positioning system
Also not visible from the outside - the positioning system con-
verts the actuator into a controlled valve controller. Using the 
input signal, it is possible to select a position anywhere in the 
swivel range. 

        A ball valve is not a control valve.

Manual activation

Position indicator

Circuit diagram

Name plate

Operating lamp

End position connector

Supply connector

Emergency operation switch

Multi flange acc.to
DIN 3337/ISO 5211

Scope of delivery
The position indicator, the manual override, and an integrated  
end  position feedback are standard.

Interface
All actuators have an interface according to ISO 5211/           
DIN 3337 and can be mounted directly on a valve or using a 
mounting bracket and the corresponding adapter piece.

electric actuator 3-pc. ball valve F/F 
with electric actuator

3-pc. ball valve butt weld 
with electric actuator

Orbital weld-on ball valve  
with electric actuator, PN 63 *

EANT K3EA.I K3EA.S OREA

Material Polyamid Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A)

Industrial valvesball valveswith actuatorelectric

Material 1.4408 (V4A)

FKEA

3-way ball valve F/F 
with electric actuator

3WEA

2-pc. ball valve flanged end
with electric actuator

KKEA

Industrial valvesball valveswith actuatorelectric

Wafer-type ball valve 
with electric actuator

Material 1.4408 (V4A) Material 1.4408 (V4A)

Nm €/Pc.

10 269,10
20 372,60
35 422,40
55 557,60
85 702,40

140 897,00
300 968,80

Size PN €/Pc.

G 1/4 63 338,70
G 3/8 63 339,00
G 1/2 63 341,70
G 3/4 63 353,00
G 1 63 472,40
G 11/4 63 540,20
G 11/2 63 574,40
G 2 63 750,10
G 21/2 40 1.068,20
G 3 20 1.155,50
G 4 16 1.915,00

DN mm €/Pc.

15 21,3 468,50
20 26,9 582,90
25 33,7 660,90
32 42,4 702,20
40 48,3 1.018,20
50 60,3 1.065,80

mm Size PN €/Pc.

13,5 1/4 63 340,60
17,2 3/8 63 341,00
21,3 1/2 63 342,60
26,9 3/4 63 351,00
33,7 1 63 469,90
42,4 11/4 63 538,50
48,3 11/2 63 572,30
60,3 2 63 748,60
76,1 21/2 40 1.062,20
88,9 3 20 1.167,40

114,3 4 16 1.815,00

Size PN €/Pc.

G 1/4 63 478,00
G 3/8 63 478,40
G 1/2 63 481,30
G 3/4 63 492,40
G 1 63 578,90
G 11/4 63 617,40
G 11/2 63 819,50
G 2 63 1.295,40
G 21/2 40 1.656,10
G 3 20 2.000,70
G 4 16 2.386,80

DN PN €/Pc.

15 16 482,50
20 16 492,40
25 16 582,20
32 16 632,30
40 16 807,10
50 16 887,50
65 16 1.336,40
80 16 1.488,00

100 16 1.805,90

DN PN €/Pc.

15 40 416,10
20 40 443,00
25 40 626,00
32 40 677,60
40 40 743,60
50 40 945,80
65 16 1.117,30
80 16 1.577,00

100 16 1.877,00
125 16 request
150 16 request

3D models for this article can be found on our website. You will find the description of the download on page 16.

* Also available in the beverage 
brochure as series 2 DIN

You will find the current stock levels and technical data on our website www.heco.de/en
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stainless  
 steel

Pneumatic actuator
The aluminium housing with high quality components,                    
together with the ball valve made of stainless stell, makes the 
pneumatic actuator into an extremly robust overall unit.

The advantages of the pneumatic actuators are mainly found 
in their simple construction and handling. In addition to their 
switching speed, their strengths also lie in their repetition rate 
and the extremely high switching frequency (standardised in 
DIN EN 15714-3).

Interface 
According to ISO 5211/DIN 3337 – see electric actuator

Solenoid valves
Solenoid valves can be used for control purposes. They can 
be mounted directly on the actuator using a standardised 
VDE/VDI 3845 or Namur interface. Solenoid valves designed 
according to the ATEX guidelines are also available for vari-
ous areas.

Position feedback
Using position transmitters, it is possible to display the end       
position visually and transmit it electronically. The transmitter 
boxes are also mounted on the appropriate interface on the top 
of the actuator in accordance with VDE/VDI 3845. The fulfilment 
of ATEX requirements for various areas is therefore guaranteed 
using inductive sensors in the box or using certain types of hou-
sings.

single-action
air/spring

Double-action (air/air) 
Two separate air chambers are used, one is filled with com-
pressed air while the other is emptied. The corresponding   
motion of the piston generated is transferred by a rack and 
pinion to the shaft, which then turns the stem in the valve.

Single-action (air/spring) 
In contrast to the double-acting design, only one chamber is             
filled with air and can generate motion of the piston. When       
vented, the springs built into the actuator move the piston in the 
opposite direction.

For low or high temperature applications as well as for rough ambient conditions, the actuators are also available with
different seals and surface coatings.

Position indicator

Adjusting cams

double-action
air/air

Interface  acc. to 

Namur – VDE/VDI 3845

Industrial valvesball valveswith actuatorpneumatic

Pneumatic actuator 
opened and closed by air

3-pc. ball valve butt weld with
pneumatic actuator

Orbital weld-on ball valve with 
pneumatic actuator, PN 63 *

Pneumatic actuator 
opened by air/ closed by springs

Material Aluminium Material Aluminium Material 1.4408 (V4A) Material 1.4408 (V4A)

Material 1.4408 (V4A) Material 1.4408 (V4A)

K3L.S

Wafer-type ball valve with  
pneumatic actuator

KKL

2-pc. ball valve flanged end with  
pneumatic actuator

Material 1.4408 (V4A)

FKL

3-way ball valve F/F with  
pneumatic actuator

Material 1.4408 (V4A)

3WL

Industrial valvesball valveswith actuatorpneumatic

PALL PALF

3-pc. ball valve F/F with  
pneumatic actuator

K3L.I ORL. 

Nm/6 bar €/Pc.

13,0 111,10
20,1 129,20
35,5 147,30
70,6 189,60

103,4 245,20
164,8 314,00
262,3 426,30
339,8 502,30
530,1 707,60
689,2 844,00

1.292,0 1.455,00

Nm/6 bar €/Pc.

8,50 165,40
14,10 186,00
28,50 241,50
35,70 310,40
64,60 393,60

100,90 531,30
129,80 637,60
205,20 898,40
283,80 1.131,40
376,30 1.621,60
519,60 2.020,00

Size PN €/K3LL €/K3LF

G 1/4 63 198,80 235,00
G 3/8 63 199,10 235,30
G 1/2 63 201,80 238,00
G 3/4 63 213,10 249,30
G 1 63 229,00 341,30
G 11/4 63 247,10 359,40
G 11/2 63 299,40 393,60
G 2 63 382,20 586,20
G 21/2 40 555,40 897,10
G 3 20 698,20 984,40
G 4 16 1.332,00 1.655,60

DN mm €/ORLL €/ORLF

15 21,3 328,60 364,80
20 26,9 339,50 451,80
25 33,7 385,90 480,10
32 42,4 427,20 590,20
40 48,3 505,40 709,40
50 60,3 553,00 757,00

mm PN €/K3LL €/K3LF

13,5 63 200,70 236,90
17,2 63 201,10 237,30
21,3 63 202,70 238,90
26,9 63 211,10 247,30
33,7 63 226,50 338,80
42,4 63 245,40 357,70
48,3 63 297,30 391,50
60,3 63 380,70 584,70
76,1 40 549,40 891,10
88,9 20 710,10 996,30

114,3 16 1.232,00 1.555,60

Size PN €/3WLL €/3WLF

G 1/4 63 234,60 291,40
G 3/8 63 235,00 291,80
G 1/2 63 237,90 294,70
G 3/4 63 249,00 305,80
G 1 63 303,90 398,10
G 11/4 63 342,40 588,70
G 11/2 63 451,60 655,60
G 2 63 643,50 929,70
G 21/2 40 request request
G 3 20 request request
G 4 16 request request

DN PN €/KKLL €/KKLF

15 16 239,10 295,90
20 16 249,00 305,80
25 16 307,20 401,40
32 16 357,30 451,50
40 16 439,20 643,20
50 16 519,60 723,60
65 16 684,50 970,70
80 16 905,00 1.489,40

100 16 1.263,30 1.735,50

DN PN €/FKLL €/FKLF

15 40 276,20 333,00
20 40 303,10 359,90
25 40 351,00 445,20
32 40 402,60 496,80
40 40 468,60 631,60
50 40 577,90 714,90
65 16 749,40 953,40
80 16 994,00 1.317,60

100 16 1.294,00 1.617,60
125 16 request request
150 16 request request

*Caution: Torque ratings for 6 bar of control pressure only!

* Also available in the beverage 
brochure as series 2 DIN

           3D models for this article can be found on our website. You will find the description of the download on page 16.
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stainless  
 steel

Industrial valvesglobe valves

Needle valves, F/F Globe valve with threaded ends Angle seat valve Globe valve flanged end 
acc.to DIN 2633 

NV. MV. MV.S FLAV.

Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A)

Industrial valvesgate valves

Gate valve, F/F Gate valve flanged end

MS. FLAS. Inlet pipe

Material 1.4408 (V4A) Material 1.4408 (V4A)

Check list pneumatic ball valves

           3D models for this article can be found on our website. You will find the description of the download on page 16.

Connection type:

Screwed end  Weld end Flange end

Design/ type model:

2-piece  3-piece  1-piece
3-piece    2-piece
    3-piece
2-way
3-way  T-bore  L-bore

Seal (seat/o-ring):

standard: PTFE / PTFE
optional:   PTFE / FKM (TA-Luft)

Medium:

lubricating  abrasive  crystallizing
Temperature:  °C max.
Operating pressure:  bar

Actuator:

Control air:  standard (6 bar) 
   deviating                bar
double-acting
single-acting  N/C* (standard)  N/O*

Switching frequency:

x per hour  x per day
x per week  occasionally

Solenoid valve:

 yes no 
 24V AC  24V DC  230V AC 
 

Position detector:

 yes  no 
 plastic

aluminium
mechanical
inductive 2-conductor  3-conductor

ATEX

* N/C = normally closed / N/O = normally open 

The entire unit is also available in accordance with ATEX Directives on request. Please state the ATEX requirements 
when ordering.

Size PN €/Pc.

G 1/8 400 42,60
G 1/4 400 45,00
G 3/8 400 49,30
G 1/2 400 65,20
G 3/4 200 97,30
G 1 200 191,10

Size PN €/Pc.

G 1/2 16 44,90
G 3/4 16 49,30
G 1 16 63,20
G 11/4 16 86,30
G 11/2 16 105,90
G 2 16 138,20
G 21/2 16 334,50
G 3 16 request

Size PN €/Pc.

G 1/4 40 45,90
G 3/8 40 46,50
G 1/2 40 47,00
G 3/4 40 63,40
G 1 40 79,50
G 11/4 40 117,10
G 11/2 40 142,40
G 2 40 217,00

DN Size PN €/Pc.

15 1/2 16 278,00
20 3/4 16 303,00
25 1 16 339,80
32 1 1/4 16 452,90
40 1 1/2 16 456,90
50 2 16 579,90
65 2 1/2 16 736,00
80 3 16 997,20

100 4 16 1.364,40
125 5 16 2.136,80
150 6 16 2.880,00
200 8 16 5.000,00

Size PN €/Pc.

G 1/4 16 43,10
G 3/8 16 43,50
G 1/2 16 43,90
G 3/4 16 49,30
G 1 16 59,60
G 11/4 16 84,60
G 11/2 16 105,40
G 2 16 131,30

DN Size PN €/Pc.

15 1/2 16 request
20 3/4 16 request
25 1 16 299,40
32 11/4 16 473,90
40 11/2 16 476,00
50 2 16 584,50
65 21/2 16 741,10
80 3 16 1.074,20

100 4 16 1.485,90
125 5 16 2.198,00
150 6 16 2.580,00
200 8 16 5.198,00

II 2G Exh IIC T4 Gb
Ta= -20°C to +40°C
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Non-return valve 
with threaded ends*

Wafer disc 
non-return valves

Y-strainer, F/F* Y-strainer flanged end 
acc. DIN 2633

Material 1.4408 (V4A)Material 1.4408 (V4A) Material 1.4408 (V4A)Material 1.4408 (V4A)

Industrial valvesY-strainersIndustrial valvesnon-return valvesnon-return valves

RV. RVZF SF. SFFL. AH. AH.K

RUDF MMAV MMAH.RUZFRUFLRUE

Industrial valvesnon-return valvesswing-check valves

Swing-check valve, F/F Swing-check valve
flanged end

Wafer disc swing-check valve
intermediate body

Double-flap swing-check valve
intermediate body

Material 1.4408 (V4A) Material 1.4408 (V4A) Material 1.4408 (V4A)

Industrial valvesdrain cocks

Drain cock 
with bent outlet

Bibcock 
ball valve

Material 1.4571 Material 1.4408 (V4A)

Pressure gauge valve
DIN 16270

Pressure gauge cock 
DIN 16261 A

Industrial valvescontrol technology

Material 1.4571 Material 1.4571

           3D models for this article can be found on our website. You will find the description of the download on page 16.

Material 1.4408 (V4A)

Size PN €/Pc.

G 1/4 40 31,60
G 3/8 40 31,90
G 1/2 40 32,20
G 3/4 40 43,80
G 1 40 71,90
G 11/4 40 108,10
G 11/2 40 135,30
G 2 40 199,80
G 21/2 40 request

Size PN €/Pc.

G 1/4 25 106,90
G 3/8 25 104,80
G 1/2 25 129,80
G 3/4 10 199,70
G 1 10 259,80

Size PN €/Pc.

G 1/2 400 request

Size PN €/Pc.

G 1/2 16 28,00
G 3/4 16 31,60
G 1 16 44,80

Size PN €/Pc.

G 1/4 6 request
G 3/8 6 request
G 1/2 16 request

Size PN €/Pc.

G 1/4 40 23,50
G 3/8 40 23,70
G 1/2 40 23,90
G 3/4 40 29,90
G 1 40 46,90
G 11/4 40 54,70
G 11/2 40 79,80
G 2 40 118,00
G 21/2 40 278,00
G 3 40 390,00

Size PN €/Pc.

G 1/4 16 35,30
G 3/8 16 35,60
G 1/2 16 33,10
G 3/4 16 39,50
G 1 16 52,70
G 11/4 16 69,90
G 11/2 16 98,50
G 2 16 123,70
G 21/2 16 238,80
G 3 16 390,00

DN PN €/Pc.

50 40 89,30
65 40 135,50
80 40 210,00

100 40 311,50
125 40 553,50
150 40 898,00
200 40 request
250 40 request

DN Size PN €/Pc.

15 1/2 16 request
20 3/4 16 request
25 1 16 request
32 11/4 16 299,00
40 11/2 16 302,10
50 2 16 424,00
65 21/2 16 579,50
80 3 16 750,00

100 4 16 1.063,50
125 5 16 1.398,00
150 6 16 1.998,00
200 8 16 3.120,00

DN Size PN €/Pc.

15 1/2 16 request
20 3/4 16 request
25 1 16 250,00
32 11/4 16 371,30
40 11/2 16 378,00
50 2 16 470,00
65 21/2 16 622,80
80 3 16 792,40

100 4 16 1.255,20
125 5 16 1.798,00
150 6 16 2.250,00
200 8 16 3.540,00

DN PN €/Pc.

50 16 request
65 16 request
80 16 317,40

100 16 456,20
125 16 592,70
150 16 876,60
200 16 1.385,80

DN PN €/Pc.

50 16 request
65 16 request
80 16 request

100 16 request
125 16 request
150 16 request
200 16 request

* optionally with welding end

* optionally with welding end

You will find the current stock levels and technical data on our website www.heco.de/en
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The fastest and most direct way is by using our 

abbreviated article designations . After you 

have entered a term in the Search box  on our 

website, you are directly forwarded to the article 

without you having to use the navigation.

You will find the technical data under „measures 

and values“. A technical datasheet can be down-

loaded at the end of the table.

You are able to see the current stock level under

“stocks and pricing” . If you are logged into

our myheco customer portal, you can also see the

prices here.

The 3D models in Step format are stored under 

the category „CAD“ .

Download 3D-models and technical datasheets

Short names 

You will find all short names for  
industrial valves on page 17.

A
Actuators                                                                                                    
Actuators pneumatic PAL 
Elektric Actuator EANT 

B
Ball valves with threaded ends                                                             
1-pc., reduced bore MINI.IA 
Mini-ball valve F/F MINI.IG 
Ball valve, ECONOMIC KU. 
Ball valve, ECONOMIC with butterfly handle KUFG

2-tlg., full bore 
Ball valve, DIN 3202 M3 K2.  
Ball valve, ECONOMIC  K2.ECO  
Ball valve, F/M K2.IA 
Ball valve, with spring return K2FR

3-tlg., full bore 
Ball valve, ECONOMIC  K3.EIG 
Ball valve, female thread, DIN 3202 M3 K3.I 
Ball valve, F/F, TA-Luft K3.PIG

High pressure ball valves 
High pressure block valve, screwed ends BKHG 
High pressure ball valve, 3-pc., screwed ends K3HD

DVGW-ball valves 
2-pc. gas ball valve DVGW.K2.G 
2-pc. ball valve F/F, DVGW-W K2.W

Multi-way ball valves 
3-way ball valve F/F, T- or L-bore 3W. 
4-way ball valve, L-bore 4W.L 
4-way ball valve, T-bore 4W.T

Ball valves butt weld ends 
3-pc. ball valve butt weld ECONOMIC K3.SE 
3-pc. ball valve butt weld DIN 3202 S13 K3.S 
3-pc. ball valve butt weld TA-Luft, ATEX K3.PSS 
3-pc. orbital weld-on ball valve ORK3

Ball valves with flanged ends 
1-pc.wafer-type ball valve KK. 
2-pc. ball valve flanged end, ECONOMIC FK.ECO 
2-pc. ball valve flanged end, DIN 3202 / EN 558-1 FK. 
3-way ball valve flanged end, T- or L-bore 3WFK

Ball valves with actuator electric 
3-pc. ball valve butt weld K3EA.S 
2-pc. ball valve flanged end FKEA 
Wafer-type ball valve KKEA 
3-pc. ball valve F/F K3EA.I 
3-way ball valve F/F, T- or L-bore 3WEA 
Orbital weld-on ball valve OREA

Ball valves with actuator pneumatic 
3-pc. ball valve butt weld K3L.S 
2-pc. ball valve flanged end FKL 
Wafer-type ball valve KKL 
3-pc. ball valve F/F K3L.I 
3-way ball valve F/F 3WL 
Orbital weld-on ball valve ORL.

C
Control technology 
Pressure gauge cock DIN 16261 A MMAH. 
Pressure gauge valve DIN 16270 MMAV

D
Drain cocks 
Bibcock ball valve AH.K            
Drain cock with bent outlet AH.

G
Gate valves 
Gate valve, F/F MS. 
Gate valve with flanged end FLAS.

Globe valves 
Globe valve with flanged end FLAV. 
Globe valve with threaded ends MV. 
Angle seat valve MV.S 
Needle valve NV.

N

Non-return valves 
Swing-check valve, F/F RUE 
Double-flap swing-check valve RUDF 
Swing-check valve flanged end RUFL 
Wafer disc swing-check valve RUZF

Non-return valves 
Non-return valve with threaded ends RV. 
Wafer disc non-return valves RVZF

S
Stem extension  
Stem extension for K3.S, K3.I, 3W. und KK. SV. 

Y 
Y-Strainers 
Y-strainer, F/F SF. 
Y-strainer flanged end SFFL.

You will find an alphabetical overview of all short names under „Intersting facts“ on our website.

3-piece ball valve DIN 3202 M3 K3.I




full text

article number

Search

full bore, female thread 
more...

measures and values

stocks and pricing

downloads

CAD

Ask our experts

associated articles






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