
short name: VK.AA*union conical, M/M

technical product sheet

R L L2 SW SW2 Art L3 Fabrikat kg Art.-Nr.

   1/4" 50 11 28 17 kon. 4,0 0,096 VK-014-0AA

   1/4" 50 12 25 16 kon. 3,0 0,096 VK-014-0AA

   3/8" 60 14 34 23 kon. 4,0 0,121 VK-038-0AA

   1/2" 62 14 35 25 kon. 4,0 0,189 VK-012-0AA

   3/4" 64 15 42 28 kon. 6,0 0,357 VK-034-0AA

   3/4" 67 13 40 29 kon. 5,0 0,357 VK-034-0AA

   1" 77 14 48 37 kon. 4,0 0,415 VK-100-0AA

   1" 78 19 50 38 kon. 5,0 0,415 VK-100-0AA

   1 1/4" 85 20 61 44 kon. 7,0 0,980 VK-114-0AA

   1 1/4" 87 16 60 46 kon. 6,0 0,980 VK-114-0AA

   1 1/2" 90 18 65 51 kon. 7,0 1,119 VK-112-0AA

   2" 104 24 83 63 kon. 8,0 0,949 VK-200-0AA

   2 1/2" 118 23 98 82 kon. 5,0 2,265 VK-212-0AA

   2 1/2" 122 24 106 83 kon. 6,0 2,265 VK-212-0AA

   2 1/2" 146 29 112 82 kon. 9,0 2,265 VK-212-0AA

available material: V4A

Threaded fittings › unions › conical seat › PN 10 (ECO-Line) › male thread
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Union conical sealed made of stainless steel

with outer thread

Threads:

Whitworth-Pipe threads according to DIN 2999

Type of thread Version Code
Inner thread cylindrical Rp

Outer thread tapered R

Application:

For threaded pipes and fittings, sealed using sealing material in the threads.

Connections sealed in the threads are specified in various national and international standards

(ISO 7/1, BS 21, DIN 2999).
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