
short name: SGFL*inspection glass flange

DIN 28120/A

technical product sheet

DN d5 d6 D k b b2 PN RG Anz D/B Art.-Nr.

25 48 63 115 85 25  10/16 M12 4     Grundflansch SGFL-025-G-4

25 48 63 115 85 16   10/16 M12 4     Deckel SGFL-025-D-2

40 65 80 150 110 30  10/16 M16 4     Grundflansch SGFL-040-G-4

40 65 80 150 110 16   10/16 M16 4     Deckel SGFL-040-D-2

50 80 100 165 125 30  10/16 M16 4     Grundflansch SGFL-050-G-4

50 80 100 165 125 16   10/16 M16 4     Deckel SGFL-050-D-2

80 100 125 200 160 30  10/16 M16 8     Grundflansch SGFL-080-G-4

80 100 125 200 160 20   10/16 M16 8     Deckel SGFL-080-D-2

100 125 150 220 180 30  10/16 M16 8     Grundflansch SGFL-100-G-4

100 125 150 220 180 22   10/16 M16 8     Deckel SGFL-100-D-2

125 150 175 250 210 30  10/16 M16 8     Grundflansch SGFL-125-G-4

125 150 175 250 210 25   10/16 M16 8     Deckel SGFL-125-D-2

150 175 200 285 240 36  10/16 M20 8     Grundflansch SGFL-150-G-4

150 175 200 285 240 30   10/16 M20 8     Deckel SGFL-150-D-2

200 225 250 340 295 36  10 M20 8     Grundflansch SGFL-200-G-4

200 225 250 340 295 35   10 M20 8     Deckel SGFL-200-D-2

available material: ask

Flanges › other › inspection glass flanges › DIN 28120
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The weld-in and weld-on flange sockets for round inspection glass plates conform

in terms of design and dimensions to the design guidelines in DIN 28120.

When the block flange is properly welded in place, the flange thickness conforming to the DIN

standard guarantees torsion-free mounting of the inspection glass plate.

The load-bearing capacity the built-in inspection glass plate depends on the amount of care

taken when tightening the bolts (evenly in a criss-cross pattern).

The maximum operating temperature is 150 °C when soda lime glass according to

DIN 8902 is used, and is 280 °C when borosilicate glass according to DIN 7080 is used.

It also depends on the quality of the seals used.

Installation:

After welding the block flange on the container wall or in the container, the

block flange gasket, the inspection glass plate, the cover flange gasket, and the cover flange

put in place and with bolted to the block flange equipped with stud bolts using the nuts.
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