
short name: RE.*reducer DIN EN 10253-4/A

eccentric, welded

technical product sheet

D D2 s s2 L kg Art.-Nr.

26,9 17,2 1,6 1,6 38 0,038 RE-026-017

26,9 21,3 2,0 2,0 38 0,050 RE-026-021

33,7 21,3 2,0 2,0 50 0,100 RE-033-021

33,7 26,9 2,0 2,0 50 0,076 RE-033-026

42,4 21,3 2,0 2,0 50 0,100 RE-042-021

42,4 26,9 2,0 2,0 50 0,096 RE-042-026

42,4 26,9 2,6 2,3 50 0,000 RE-042-226

42,4 33,7 2,0 2,0 50 0,097 RE-042-033

42,4 33,7 2,6 2,6 50 0,134 RE-042-126

48,3 26,9 2,0 2,0 64 0,164 RE-048-026

48,3 26,9 2,6 2,3 64 0,180 RE-048-326

48,3 33,7 2,0 2,0 64 0,180 RE-048-033

48,3 42,4 2,0 2,0 64 0,140 RE-048-042

48,3 42,4 2,6 2,6 64 0,000 RE-048-126

60,3 26,9 2,9 2,3 76 0,241 RE-060-429

60,3 33,7 2,0 2,0 76 0,260 RE-060-033

60,3 33,7 2,9 2,6 76 0,330 RE-060-329

60,3 42,4 2,0 2,0 76 0,280 RE-060-042

60,3 48,3 2,0 2,0 76 0,240 RE-060-048

60,3 48,3 2,6 2,6 76 0,300 RE-060-126

60,3 48,3 2,9 2,6 76 0,330 RE-060-129

76,1 33,7 2,3 2,0 90 0,392 RE-076-033

76,1 42,4 2,3 2,0 90 0,437 RE-076-042

76,1 42,4 2,9 2,6 90 0,460 RE-076-329

76,1 48,3 2,3 2,0 90 0,430 RE-076-048

76,1 60,3 2,3 2,0 90 0,460 RE-076-060

76,1 60,3 2,9 2,9 90 0,463 RE-076-129

88,9 48,3 2,3 2,0 90 0,470 RE-088-048

88,9 60,3 2,3 2,0 90 0,532 RE-088-060

88,9 60,3 3,2 2,9 90 0,504 RE-088-232

88,9 76,1 2,3 2,3 90 0,470 RE-088-076

88,9 76,1 2,6 2,3 90 0,470 RE-088-076

114,3 48,3 3,6 2,6 100 0,816 RE-114-436

114,3 60,3 2,6 2,0 100 0,720 RE-114-060

114,3 76,1 2,6 2,3 100 0,730 RE-114-076

114,3 76,1 3,6 2,9 100 1,070 RE-114-236
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D D2 s s2 L kg Art.-Nr.

114,3 88,9 2,6 2,3 100 0,720 RE-114-088

139,7 76,1 2,6 2,3 127 1,060 RE-139-076

139,7 76,1 2,9 2,3 127 1,000 RE-139-076

139,7 88,9 2,6 2,3 127 1,323 RE-139-088

139,7 114,3 2,6 2,6 127 1,176 RE-139-114

139,7 114,3 2,9 2,6 127 1,206 RE-139-114

168,3 88,9 2,6 2,3 140 1,631 RE-168-088

168,3 114,3 2,6 2,6 140 1,565 RE-168-114

168,3 114,3 2,9 2,6 140 1,613 RE-168-114

168,3 139,7 2,6 2,6 140 1,580 RE-168-139

219,1 139,7 2,9 2,9 152 3,300 RE-219-139

219,1 168,3 2,9 2,9 152 2,920 RE-219-168

available material: 1.4541, 1.4571

Butt welding fittings › reducers › welded, eccentric › DIN EN 10253-4
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Eccentric reducer

EN 10253-4 (old DIN 2616-W)

Version
Type A (equal wall thickness on welded ends and shaped pieces)

W (welded) - made of welded tube acc. to EN 10217-7

with cylindrical ends

cold reshaped (pressed)

pickled surface

Material: 1.4307/304L - 1.4541 -  1.4571  - 1.4404/316L

Certificate acc. to EN 10204/3.1

Tolerances

Limit deviations for the wall thickness [s]
≤ 4  mm  - 12,5 % / + 20 %

> 4 mm   - 12,5 % / + 15 %

Limit deviations for the diameter [D]
+/- 1,0 % or +/- 0,5 mm, the relevant higher value applies (EN tolerance class D2)

Limit deviations for shaped piece geometry [X]
X = 1 % of the outer diameter or 1 mm, the relevant higher value applies

created 03.04.2024 18:50 3/3


