
zkratka označení: NK.*bezešvá redukce, koncentrická

DIN 2616-S, DIN EN 10253-4/A

technický list výrobku

D D2 s s2 L Art.-Nr.

21,3 17,2 2,0 1,8 38 NK-021-017

21,3 17,2 2,0 1,8 38 NK-021-116

21,3 17,2 3,2 2,9 38 NK-021-132

26,9 17,2 1,6 1,6 38 NK-026-017

26,9 17,2 2,3 1,8 38 NK-026-223

26,9 17,2 3,2 2,9 38 NK-026-232

26,9 21,3 1,6 1,6 38 NK-026-021

26,9 21,3 2,3 2,0 38 NK-026-123

26,9 21,3 3,2 3,2 38 NK-026-132

26,9 21,3 4,0 4,0 38 NK-026-140

33,7 17,2 2,6 1,8 50 NK-033-326

33,7 21,3 2,0 2,0 50 NK-033-021

33,7 21,3 2,6 2,0 50 NK-033-226

33,7 21,3 3,2 3,2 50 NK-033-232

33,7 21,3 4,0 4,0 50 NK-033-240

33,7 26,9 2,0 1,6 50 NK-033-026

33,7 26,9 2,6 2,3 50 NK-033-126

33,7 26,9 3,2 3,2 50 NK-033-132

33,7 26,9 4,0 4,0 50 NK-033-140

42,4 21,3 2,0 1,6 50 NK-042-021

42,4 21,3 2,6 2,0 50 NK-042-326

42,4 21,3 3,6 3,2 50 NK-042-336

42,4 21,3 4,0 4,0 50 NK-042-340

42,4 26,9 2,0 1,6 50 NK-042-026

42,4 26,9 2,6 2,3 50 NK-042-226

42,4 26,9 3,6 3,2 50 NK-042-236

42,4 26,9 4,0 4,0 50 NK-042-240

42,4 33,7 2,0 2,0 50 NK-042-033

42,4 33,7 2,6 2,6 50 NK-042-126

42,4 33,7 3,6 3,2 50 NK-042-136

42,4 33,7 3,6 3,6 50 NK-042-136

42,4 33,7 4,0 4,0 50 NK-042-140

48,3 21,3 2,6 2,0 64 NK-048-426

48,3 21,3 4,0 3,2 64 NK-048-440

48,3 26,9 2,0 2,0 64 NK-048-026

48,3 26,9 2,6 2,3 64 NK-048-326
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48,3 26,9 4,0 3,2 64 NK-048-340

48,3 26,9 5,0 4,0 64 NK-048-350

48,3 33,7 2,0 2,0 64 NK-048-033

48,3 33,7 2,6 2,6 64 NK-048-226

48,3 33,7 4,0 3,2 64 NK-048-240

48,3 33,7 5,0 4,0 64 NK-048-250

48,3 42,4 2,0 2,0 64 NK-048-042

48,3 42,4 2,6 2,6 64 NK-048-126

48,3 42,4 4,0 3,6 64 NK-048-140

48,3 42,4 5,0 4,0 64 NK-048-150

60,3 33,7 2,0 2,0 76 NK-060-033

60,3 33,7 2,9 2,6 76 NK-060-329

60,3 33,7 4,5 3,2 76 NK-060-345

60,3 33,7 5,6 4,5 76 NK-060-356

60,3 42,4 2,0 2,0 76 NK-060-042

60,3 42,4 2,9 2,6 76 NK-060-229

60,3 42,4 4,0 3,6 76 NK-060-240

60,3 42,4 4,5 3,6 76 NK-060-245

60,3 42,4 5,6 4,0 76 NK-060-256

60,3 48,3 2,0 2,0 76 NK-060-048

60,3 48,3 2,9 2,6 76 NK-060-129

60,3 48,3 4,5 4,0 76 NK-060-145

60,3 48,3 5,6 5,0 76 NK-060-156

76,1 33,7 2,9 2,6 90 NK-076-429

76,1 42,4 2,3 2,0 90 NK-076-042

76,1 42,4 2,9 2,6 90 NK-076-329

76,1 42,4 5,0 3,6 90 NK-076-350

76,1 42,4 7,1 4,0 90 NK-076-371

76,1 48,3 2,3 2,0 90 NK-076-048

76,1 48,3 2,9 2,6 90 NK-076-229

76,1 48,3 5,0 4,0 90 NK-076-250

76,1 48,3 7,1 5,0 90 NK-076-271

76,1 60,3 2,3 2,0 90 NK-076-060

76,1 60,3 2,9 2,9 90 NK-076-129

76,1 60,3 5,0 4,0 90 NK-076-150

76,1 60,3 7,1 5,6 90 NK-076-171

88,9 42,4 2,3 2,0 90 NK-088-042

88,9 42,4 3,2 2,6 90 NK-088-432

88,9 42,4 5,6 3,6 90 NK-088-456

88,9 42,4 8,0 4,0 90 NK-088-480

88,9 48,3 2,3 2,0 90 NK-088-048

88,9 48,3 3,2 2,6 90 NK-088-332

88,9 48,3 5,6 4,0 90 NK-088-356

88,9 48,3 8,0 5,0 90 NK-088-380

88,9 60,3 2,3 2,0 90 NK-088-060

88,9 60,3 3,2 2,9 90 NK-088-232

88,9 60,3 5,6 4,5 90 NK-088-256

88,9 60,3 8,0 5,6 90 NK-088-280

88,9 76,1 2,3 2,3 90 NK-088-076

88,9 76,1 3,2 2,9 90 NK-088-132

88,9 76,1 5,6 5,0 90 NK-088-156

88,9 76,1 8,0 7,1 90 NK-088-180

114,3 48,3 2,6 2,0 100 NK-114-048

114,3 48,3 3,6 2,6 100 NK-114-436

114,3 48,3 6,3 4,0 100 NK-114-463

114,3 48,3 8,8 5,0 100 NK-114-488

114,3 60,3 2,6 2,0 100 NK-114-060

114,3 60,3 3,6 2,9 100 NK-114-336

vytvořeno 03.04.2024 18:40 2/5



D D2 s s2 L Art.-Nr.

114,3 60,3 6,3 4,5 100 NK-114-363

114,3 60,3 8,8 5,6 100 NK-114-388

114,3 76,1 2,6 2,3 100 NK-114-076

114,3 76,1 3,6 2,9 100 NK-114-236

114,3 76,1 6,3 5,6 100 NK-114-263

114,3 76,1 8,8 7,1 100 NK-114-288

114,3 88,9 2,6 2,3 100 NK-114-088

114,3 88,9 3,6 3,2 100 NK-114-136

114,3 88,9 6,3 5,6 100 NK-114-163

114,3 88,9 8,8 8,0 100 NK-114-188

139,7 60,3 2,6 2,0 127 NK-139-060

139,7 60,3 4,0 2,9 127 NK-139-440

139,7 76,1 4,0 2,9 127 NK-139-340

139,7 76,1 6,3 5,6 127 NK-139-363

139,7 76,1 10,0 7,1 127 NK-139-3A0

139,7 88,9 4,0 3,2 127 NK-139-240

139,7 88,9 6,3 5,6 127 NK-139-263

139,7 114,3 2,6 2,6 127 NK-139-114

139,7 114,3 4,0 3,6 127 NK-139-140

139,7 114,3 6,3 5,6 127 NK-139-163

139,7 114,3 10,0 8,8 127 NK-139-1A0

168,3 60,3 4,5 2,9 140 NK-168-545

168,3 76,1 4,5 2,9 140 NK-168-445

168,3 76,1 7,1 5,0 140 NK-168-471

168,3 88,9 2,6 2,3 140 NK-168-088

168,3 88,9 4,5 3,2 140 NK-168-345

168,3 88,9 7,1 5,6 140 NK-168-371

168,3 114,3 4,5 3,6 140 NK-168-245

168,3 114,3 7,1 6,3 140 NK-168-271

168,3 114,3 11,0 8,8 140 NK-168-2B0

168,3 139,7 4,5 4,0 140 NK-168-145

168,3 139,7 7,1 6,3 140 NK-168-171

219,1 88,9 6,3 3,2 178 NK-219-463

219,1 114,3 6,3 3,6 152 NK-219-363

219,1 114,3 8,0 6,3 152 NK-219-380

219,1 139,7 2,9 2,6 152 NK-219-139

219,1 139,7 6,3 4,0 152 NK-219-263

219,1 139,7 8,0 6,3 152 NK-219-280

219,1 168,3 2,9 2,6 152 NK-219-168

219,1 168,3 6,3 4,5 152 NK-219-163

219,1 168,3 8,0 7,1 152 NK-219-180

219,1 168,3 12,5 11,0 152 NK-219-1C5

273,0 139,7 6,3 4,0 178 NK-273-363

273,0 168,3 2,9 2,6 178 NK-273-168

273,0 168,3 6,3 4,5 178 NK-273-263

273,0 219,1 5,0 4,5 178 NK-273-150

273,0 219,1 6,3 6,3 178 NK-273-163

273,0 219,1 8,8 8,0 178 NK-273-188

323,9 168,3 7,1 4,5 203 NK-323-371

323,9 219,1 7,1 6,3 203 NK-323-271

323,9 273,0 2,9 2,9 203 NK-323-273

323,9 273,0 7,1 6,3 203 NK-323-171

dostupné jakosti: 1.4541, 1.4571

Přivařovací fitinky › redukce › bezešvá, koncentrický
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Concentric reducer

EN 10253-4 (old DIN 2616-S)

Version
Type A (equal wall thickness on welded ends and shaped piece)

with cylindrical ends

S (seamless) - made from seamless tube

cold reshaped (pressed or drawn)

solution annealed

surface pickled

material: 1.4541, 1.4571

certificate acc. to EN 10204/3.1

AD 2000 W2/W10, VDTÜV 1252

Tolerances

Dimensional limits for the wall thickness [s]
≤ 4  mm  - 12,5 % / + 20 %

> 4 mm   - 12,5 % / + 15 %

Dimensional limits for the diameter [D]
+/- 1,0 % or +/- 0,5 mm, the relevant higher value applies  (EN tolerance class D2)

Dimensional limits for length [L]
≤ 219,1 = ± 2 mm

Dimensional limits for the  shaped piece geometry [X]
X = 1 % of the outer diameter or 1 mm, the relevant higher value applies
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