Mheco

plate flange PN 10 with groove short name: GF.D10*
EN 1092-1 type 01/D
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technical product sheet

200 219,1 340 295 22 8 x M20 221,5 24 4,5 260 238 9,450 GF-219-D10
250 273,0 395 350 22 12x M20 276,5 26 4,5 313 291 11,900 GF-273-D1e
300 323,9 445 400 22 12x M20 327,5 26 4,5 364 342 13,870 GF-323-D10
350 355,6 505 460 22 16x M20 359,5 30 5,0 422 394 22,230 GF-355-D10
400 406,4 565 515 26  16x M24 411,0 32 5,0 474 446 28,030 GF-406-D10
450 457,0 615 565 26  20x M24 462,0 36 5,0 524 496 0,000 GF-457-D10
500 508,0 670 620 26  20x M24 513,5 38 5,0 576 548 0,000 GF-508-D160
600 610,90 780 725 30 20x M27 616,5 42 5,0 676 648 0,000 GF-610-D10

available material: ask

Flanges > plate flanges > DIN / EN > more sealing surfaces > groove and tongue > EN 1092-1 > PN 10 > with groove
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Saheco /7

Plate flange - PN 10 according to EN 1092-1 Typ 01 with groove
(Dimensions for DN < 50 see PN 40, Dimensions DN 50 till < 200 see PN 16)

Groove according to EN-1092-1 Shape D

Tolerance +0,5/0 mm

Comparison of standards

The overall dimensions of the tongues and grooves according to DIN EN 1092-1 are designed

lower or higher than according to DIN 2515.

Ring for flange connection groove / groove

DN Inner-@ Outer-@ Thickness
200 239 259 12
250 292 312 12
300 343 363 12
350 395 421 14
400 447 473 14
500 549 575 14
600 649 675 14
700 751 777 14
800 856 882 14
900 961 987 14
1000 1062 1092 16

All dimensions in mm

created 09.04.2024 04:05 2/2



