
short name: FL.C10*PN 10 welding neck flange

with tongue

EN 1092-1 Typ 11/C

technical product sheet

DN d1 D k d2 M b H h3 N1 s kg Art.-Nr.

200 219,1 340 295 22   8 x M20 24 62 16 234 6,3 11,000 FL-219-C10

250 273,0 395 350 22   12x M20 26 68 16 292 6,3 0,000 FL-273-C10

300 323,9 445 400 22   12x M20 26 68 16 342 7,1 0,000 FL-323-C10

350 355,6 505 460 22   16x M20 26 68 16 385 7,1 0,000 FL-355-C10

400 406,4 565 515 26   16x M24 26 72 16 440 7,1 0,000 FL-406-C10

450 457,0 615 565 26   20x M24 28 72 16 488 7,1 0,000 FL-457-C10

500 508,0 670 620 26   20x M20 28 75 16 542 7,1 0,000 FL-508-C10

500 508,0 670 620 26   20x M24 28 75 16 542 7,1 0,000 FL-508-C10

available material: ask

Flanges › welding neck flanges › more sealing surfaces › groove and tongue › EN 1092-1 › PN 10 › with tongue
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Welding neck flange PN 10 EN 1092-1 Type 11

(Dimensions DN < 50 see PN 40, Dimensions for DN 50 to DN 150 see PN 16)

Seal surface with spring

(Shape C)

Table of dimensions

  f2DN   Øw   Øx
 5,0200  239  259

 5,0250  292  312

 5,0300  343  363

 5,5350  395  421

 5,5400  447  473

 5,5450  497  523

 5,5500  549  575

 5,5600  649  675

 5,5700  751  777

 5,5800  856  882

 5,5900  961  987

 6,51000 1062 1092

 6,51200 1262 1292

 6,51400 1462 1492

 6,51600 1662 1692

 6,51800 1862 1892

 6,52000 2062 2092

Dimensions in mm

Comparison of dimensions DIN 2512 and EN 1092-1

The overall dimensions of the tongues and grooves according to DIN EN 1092-1 are designed

lower or higher than according to DIN 2512 (Form N or Form F), issued 1975.
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