
Kurzbezeichnung: OL3000*Thread-Outlet - 3000 lbs

ASTM A182  MSS SP-97

Technisches Produktblatt

NPT Zoll d h Art.-Nr.

     1/2"        DN 1 1/4" - 1 1/2" 24,0 25 NPT3-OL-012X114-N

     1/2"        DN 2" - 2 1/2" 24,0 25 NPT3-OL-012X200-N

     1/2"        DN 3" - 8" 24,0 25 NPT3-OL-012X300-N

     3/4"        DN 3" - 5" 30,0 27 NPT3-OL-034X300-N

     1"        DN 1 1/4" 36,5 33 NPT3-OL-100X114-N

     1 1/2"        DN 2" 51,0 35 NPT3-OL-112X060-N

Verfügbare Werkstoffe: Auf Anfrage

Gewindefittings › Fittings › PN 10 (ECO-Line) › ... mit NPT-Gewinde › Hochdruck › Outlet

*Tipp: Die Eingabe der                          in das Suchenfeld auf unserer Website ermöglicht Ihnen den Direktaufruf
einer Artikelgruppe. Alternativ hier klicken

Kurzbezeichnung
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https://www.heco.de/router?target=article_group&articleGroupId=6042&language=de
https://www.heco.de/router?target=article_group&articleGroupId=6042&language=de
https://www.heco.de/index.php?id=595


General

These fittings are not standardised and are manufactured in accordance

with the recommendations of the ASME B 31.3. code

Material

ASTM A 105 - A 350 - A 182 - A694; manufactured by forging

Range

Class 3000 : 1/8” to 4” /  Class 6000 :1/2” to 2”

Description

This type of fittings is installed either straight or at an angle to the main pipe.

As the bearing surface fits the shape of the pipe exactly, the outside diameter

of the pipe must be known. Range : NPS 3/8" to 60". The main pipe and the

fittings are connected by means of a fillet weld.

The fitting and the branch pipe can be connected in several different ways.

Outlet radius of branch fittings have been unified in order to allow, generally

speaking up to size 4", the use of same fitting on different run pipe sizes, with

a maximum gap of 1/32" (0,8 mm) between the top of the run pipe and the base

of the fitting. For outlet sizes over 4", usually a specific radius is required for each

run size. Each fitting is marked with its nominal size (outlet diameter) and the

range of run sizes on which it can be welded.
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