
short name: RK.SW*reducer DIN EN 10253-4/A

concentric, welded

technical product sheet

D D2 s s2 L kg Art.-Nr.

21,3 13,5 2,0 1,8 38 0,031 RK-021-013

26,9 21,3 2,0 2,0 50 0,000 RK-026-021

33,7 21,3 2,0 2,0 50 0,080 RK-033-021

33,7 26,9 2,0 2,0 50 0,077 RK-033-026

33,7 26,9 3,0 3,0 50 0,120 RK-033-130

42,4 21,3 2,0 2,0 50 0,000 RK-042-021

42,4 26,9 2,6 2,6 50 0,118 RK-042-226

42,4 33,7 2,0 2,0 50 0,123 RK-042-033

42,4 33,7 2,6 2,6 50 0,096 RK-042-126

48,3 21,3 2,0 2,0 64 0,000 RK-048-021

48,3 26,9 3,6 2,9 64 0,000 RK-048-336

48,3 33,7 2,0 2,0 64 0,130 RK-048-033

48,3 33,7 2,6 2,6 64 0,140 RK-048-226

48,3 42,4 2,6 2,6 64 0,207 RK-048-126

60,3 21,3 2,0 2,0 76 0,161 RK-060-021

60,3 33,7 2,0 2,0 76 0,250 RK-060-033

60,3 33,7 4,0 3,6 76 0,000 RK-060-340

60,3 42,4 2,0 2,0 76 0,304 RK-060-042

60,3 42,4 2,9 2,6 76 0,206 RK-060-229

60,3 48,3 2,0 2,0 76 0,273 RK-060-048

60,3 48,3 2,6 2,6 76 0,266 RK-060-126

76,1 48,3 2,3 2,0 90 0,370 RK-076-048

76,1 48,3 2,6 2,0 90 0,491 RK-076-048

76,1 48,3 2,9 2,6 90 0,376 RK-076-229

76,1 60,3 2,3 2,0 90 0,000 RK-076-060

76,1 60,3 2,9 2,9 90 0,420 RK-076-129

88,9 33,7 2,0 2,0 90 0,295 RK-088-033

88,9 48,3 2,3 2,0 90 0,440 RK-088-048

88,9 48,3 3,2 2,6 90 0,551 RK-088-332

88,9 60,3 2,3 2,0 90 0,475 RK-088-060

88,9 60,3 2,5 2,5 90 0,000 RK-088-225

88,9 60,3 2,6 2,0 90 0,500 RK-088-060

88,9 60,3 3,0 3,0 90 0,480 RK-088-060

88,9 60,3 3,2 2,9 90 0,000 RK-088-232

88,9 76,1 2,3 2,0 90 0,000 RK-088-076

88,9 76,1 2,6 2,3 90 0,480 RK-088-076
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D D2 s s2 L kg Art.-Nr.

88,9 76,1 3,2 2,9 90 0,646 RK-088-132

114,3 48,3 2,6 2,0 100 0,000 RK-114-048

114,3 60,3 2,6 2,3 100 0,699 RK-114-060

114,3 60,3 3,0 3,0 100 0,000 RK-114-060

114,3 60,3 3,6 2,9 100 0,713 RK-114-336

114,3 76,1 3,0 3,0 100 0,681 RK-114-076

114,3 76,1 3,6 2,9 100 0,909 RK-114-236

114,3 88,9 2,6 2,3 100 0,790 RK-114-088

114,3 88,9 3,0 3,0 100 0,840 RK-114-088

114,3 88,9 3,6 3,2 100 0,962 RK-114-136

139,7 88,9 2,0 127 0,921 RK-139-220

139,7 114,3 2,6 2,3 127 0,000 RK-139-114

139,7 114,3 2,6 2,6 127 1,124 RK-139-126

139,7 114,3 2,9 2,6 127 1,273 RK-139-114

139,7 114,3 4,0 3,6 127 0,000 RK-139-140

168,3 88,9 4,5 3,2 100 0,000 RK-168-345

168,3 114,3 2,9 2,6 140 1,471 RK-168-114

168,3 139,7 2,0 140 1,370 RK-168-120

168,3 139,7 2,9 2,6 140 1,456 RK-168-139

219,1 168,3 2,0 152 1,727 RK-219-120

available material: 1.4462, 1.4539, 1.4828

Butt welding fittings › reducers › welded, concentric › special versions › special materials › cylindrical ends
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Concentric reducer

EN 10253-4 (old DIN 2616-W)

Version
Type A (identical wall thickness on the welded end and shaped piece body)

W (welded) - made of welded tube acc. to EN 10217-7

with cylindrical ends

cold reshaped (pressed)

pickled surface

material: 1.4462 - 1.4539 - 1.4828 - 1.4841

certificate acc. to EN 10204/3.1

from in-house production

Tolerances

Limit deviations for wall thickness [s]
≤ 4  mm  - 12,5 % / + 20 %

> 4 mm   - 12,5 % / + 15 %

Limit deviations for diameter [D]
+/- 1,0 % or +/- 0,5 mm, the relevant higher value applies  (EN tolerance class D2)

Limit deviations for dimensions [L]
≤ 219,1 = ± 2 mm

Limit deviations for shaped piece geometry [X]
X = 1 % of the outer diameter or 1 mm, the relevant higher value applies
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