
short name: IDRJA*spring non-return valve, PN 16

vertical, with threaded ends

technical product sheet

DW DN G L D d kg

FKM 20     3/4" 70 44 29 0,140

FKM 25     1" 84 53 36 0,341

FKM 32     1 1/4" 99 63 45 0,263

FKM 40     1 1/2" 119 78 51 0,450

FKM 50     2" 123 89 64 0,710

FKM 65     2 1/2" 147 113 80 1,300

FKM 80     3" 166 132 93 1,900

FKM 100     4" 193 167 120 0,000

available material: 1.4301

Industrial valves › non-return valves › non-return valves › with spring
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PART LIST

DesignationNo. Version 1.4301 Version 1.4401
Threaded socket1. 1.4301 / 1.4304 EN 10088 1.4401 / 1.4404 EN 10088

Outer housing2. 1.4301 / 1.4304 EN 10088 1.4401 / 1.4404 EN 10088

Guide bearing3. PTFE PTFE

Valve guide4. 1.4301 / 1.4304 EN 10088 1.4401 / 1.4404 EN 10088

Threaded socket intake5. 1.4301 / 1.4304 EN 10088 1.4401 / 1.4404 EN 10088

Spring6. 1.4301 / 1.4304 EN 10088 1.4401 / 1.4404 EN 10088

Valve disk7. 1.4301 / 1.4304 EN 10088 1.4401 / 1.4404 EN 10088

Seal seat8. 1.4301 / 1.4304 EN 10088 1.4401 / 1.4404 EN 10088

Seal9. EPDM, NBR, FPM, PTFE FPM, PTFE

Retaining ring10. 1.4301 / 1.4304 EN 10088 1.4401 / 1.4404 EN 10088

Support ring11. 1.4301 / 1.4304 EN 10088 1.4401 / 1.4404 EN 10088

Additional guide12. 1.4301 / 1.4304 EN 10088 1.4401 / 1.4404 EN 10088

Features
> Opening pressure min. 0,025 bar, max. 0,035 bar

> Stainless steel deep-drawn

> Threaded connection UNI ISO 228 female thread

> Welding process TIG without additional material

> Air pressure testing 0,2 bar, all valves

> Nominal pressure PN 16
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