
short name: RS*hexagon bushing

technical product sheet

R Rp L l1 SW SF Fabrikat kg Art.-Nr.

   1/4"    1/8" 13 9 14 6-kant v-tek 0,013 RS-014-018

   1/4"    1/8" 15 10 14 6-kant TGGL 0,013 RS-014-018

   1/4"    1/8" 16 11 14 6-kant Go-Reng 0,013 RS-014-018

   3/8"    1/8" 18 12 18 6-kant 0,023 RS-038-018

   3/8"    1/4" 17 12 18 6-kant TGGL 0,017 RS-038-014

   1/2"    1/8" 20 14 22 6-kant v-tek 0,040 RS-012-018

   1/2"    1/4" 19 14 22 6-kant 0,038 RS-012-014

   1/2"    1/4" 19 14 22 6-kant v-tek 0,038 RS-012-014

   1/2"    3/8" 19 13 22 6-kant v-tek 0,032 RS-012-038

   3/4"    1/4" 21 15 28 6-kant v-tek 0,062 RS-034-014

   3/4"    1/4" 22 16 29 6-kant 0,062 RS-034-014

   3/4"    3/8" 24 17 31 6-kant 0,059 RS-034-038

   3/4"    1/2" 19 14 28 6-kant Go-Reng 0,050 RS-034-012

   3/4"    1/2" 21 15 28 6-kant v-tek 0,050 RS-034-012

   3/4"    1/2" 21 16 28 6-kant Go-Reng 0,050 RS-034-012

   1"    1/4" 23 18 35 8-kant v-tek 0,107 RS-100-014

   1"    3/8" 23 17 34 8-kant v-tek 0,104 RS-100-038

   1"    1/2" 23 18 35 8-kant Valve-tek 0,107 RS-100-012

   1"    1/2" 25 19 34 8-kant TGGL 0,107 RS-100-012

   1"    3/4" 21 14 34 6-kant BMP 0,073 RS-100-034

   1"    3/4" 23 17 35 8-kant Haitima 0,073 RS-100-034

   1"    3/4" 24 18 35 8-kant TGGL 0,073 RS-100-034

   1 1/4"    3/8" 23 16 43 8-kant BMP 0,200 RS-114-038

   1 1/4"    3/8" 27 21 44 6-kant -1 0,200 RS-114-038

   1 1/4"    1/2" 27 21 43 8-kant TGGL 0,158 RS-114-012

   1 1/4"    3/4" 27 19 43 8-kant "Auslauf" 0,175 RS-114-034

   1 1/4"    1" 23 17 43 8-kant TGGL 0,116 RS-114-100

   1 1/4"    1" 27 19 43 8-kant TGGL 0,116 RS-114-100

   1 1/2"    1/2" 26 20 49 8-kant Go-Reng 0,322 RS-112-012

   1 1/2"    1/2" 28 20 49 8-kant v-tek 0,322 RS-112-012

   1 1/2"    1/2" 31 20 50 8-kant 0,322 RS-112-012

   1 1/2"    3/4" 25 19 50 8-kant TGGL 0,240 RS-112-034

   1 1/2"    1" 28 20 49 8-kant v-tek 0,184 RS-112-100

   1 1/2"    1 1/4" 26 19 50 8-kant Go-Reng 0,108 RS-112-114

   1 1/2"    1 1/4" 28 20 49 8-kant v-tek 0,108 RS-112-114

   2"    1/2" 30 24 61 8-kant v-tek 0,406 RS-200-012

   2"    1/2" 31 21 61 8-kant TGGL 0,406 RS-200-012
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R Rp L l1 SW SF Fabrikat kg Art.-Nr.

   2"    3/4" 32 23 61 6-kant Go-Reng 0,391 RS-200-034

   2"    3/4" 32 25 61 8-kant 0,391 RS-200-034

   2"    1" 31 21 62 8-kant TGGL 0,348 RS-200-100

   2"    1" 32 23 61 8-kant Valve-tek 0,348 RS-200-100

   2"    1 1/4" 32 23 61 8-kant "Auslauf" 0,303 RS-200-114

   2"    1 1/4" 33 25 62 6-kant Go-Reng 0,303 RS-200-114

   2"    1 1/4" 34 26 62 8-kant Go-Reng 0,303 RS-200-114

   2"    1 1/2" 30 24 61 8-kant v-tek 0,227 RS-200-112

   2"    1 1/2" 32 24 62 8-kant 0,227 RS-200-112

   2 1/2"    1" 34 26 78 8-kant Go-Reng 0,828 RS-212-100

   2 1/2"    1 1/4" 35 27 76 10-kant TGGL 0,784 RS-212-114

   2 1/2"    1 1/4" 35 27 77 10-kant TGGL 0,784 RS-212-114

   2 1/2"    1 1/2" 34 26 78 8-kant Valve-tek 0,520 RS-212-112

   2 1/2"    1 1/2" 36 26 77 10-kant TGGL 0,520 RS-212-112

   2 1/2"    2" 34 26 79 8-kant Valve-tek 0,660 RS-212-200

   2 1/2"    2" 35 28 76 10-kant TGGL 0,660 RS-212-200

   3"    1" 38 29 90 8-kant Go-Reng 0,897 RS-300-100

   3"    1 1/4" 38 30 91 8-kant KH 0,870 RS-300-114

   3"    1 1/4" 40 31 90 10-kant TGGL 0,870 RS-300-114

   3"    1 1/2" 38 30 89 8-kant Go-Reng 0,816 RS-300-112

   3"    2" 38 29 91 8-kant Valve-tek 1,017 RS-300-200

   3"    2 1/2" 38 30 89 8-kant Go-Reng 0,500 RS-300-212

   3"    2 1/2" 40 30 89 10-kant "Auslauf" 0,500 RS-300-212

   4"    2" 42 33 115 8-kant Go-Reng 1,527 RS-400-200

   4"    2 1/2" 41 33 115 10-kant BMP 1,479 RS-400-212

   4"    3" 43 34 115 8-kant Go-Reng 1,310 RS-400-300

available material: V4A

Threaded fittings › fittings › PN 10 (ECO-Line) › reducers › hexagon bushings

created 08.04.2024 01:00 2/3



Hexagon buching

Outer-/ Inner thread

Version
similar to DIN EN 10241:2000 (old DIN 2990)

stainless steel material-no. 1.4408

pressure level PN 10 or 150 lbs

from DN 3/4" the number of edges could be 6, 8, 10 or 12 (depends on brand and within a dimension)

thread DIN EN 10226-1:2004 (old DIN 2999) or ISO 7-1 (connections sealing in the thread)

tapered outer thread, code R

cylindrical inner thread, code Rp
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