
short name: 787*disc sight glass, no. 787

Nr. 787

technical product sheet

Ausf DN D d L D3 bar Art.-Nr.

        Presshartglas 25 31 26 35 63 20 GL-787-S25

        Presshartglas 32 37 32 38 70 12 GL-787-S32

        Presshartglas 40 41 38 40 78 12 GL-787-S40

        Presshartglas 40 43 38 40 78 12 GL-787-S40

        Presshartglas 50 55 50 42 92 12 GL-787-S50

        Presshartglas 65 72 66 49 112 10 GL-787-S65

        Presshartglas 80 87 81 54 127 10 GL-787-S80

        Presshartglas 100 106 100 55 148 10 GL-787-SA0

        Presshartglas 125 132 125 60 178 8 GL-787-SB0

        Presshartglas 150 210 150 60 210 6 GL-787-SC0

        Borosilikatglas 25 29 26 35 63 20 GL-787-025

        Borosilikatglas 32 35 32 38 70 12 GL-787-032

        Borosilikatglas 32 37 32 38 70 12 GL-787-032

        Borosilikatglas 40 41 38 40 78 12 GL-787-040

        Borosilikatglas 50 53 50 42 92 12 GL-787-050

        Borosilikatglas 50 55 50 42 92 12 GL-787-050

        Borosilikatglas 65 70 66 49 112 10 GL-787-065

        Borosilikatglas 65 72 66 49 112 10 GL-787-065

        Borosilikatglas 80 85 81 54 127 10 GL-787-080

        Borosilikatglas 80 87 81 54 127 10 GL-787-080

        Borosilikatglas 100 104 100 65 148 10 GL-787-100

        Borosilikatglas 100 106 100 55 148 10 GL-787-100

        Borosilikatglas 125 129 125 55 178 8 GL-787-125

        Borosilikatglas 125 132 125 60 178 8 GL-787-125

        Borosilikatglas 150 154 150 60 210 6 GL-787-150

        Borosilikatglas 150 157 150 60 210 6 GL-787-150

available material: ask

Beverage fittings › inspection glasses › sight glasses
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Sight glass for Pipe dimension according to DIN 11850

Threaded adaptor and Locknut made of stainless steel

Version  Temperature Type
Press-tempered glass to 150°C No. 787

Borosilicate glass to 300°C No. 787S

Sight glass

for the food industry

Materials

V2A V4A
AISI 304/ 304L - 1.4301/ 1.4306, 1.4307 AISI 316L - 1.4404
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