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Werkstoff Werkstoff 

Flangeswelding neck flangesPN 6

welding neck flange PN 6 FL.6

Technische DatenBasisdaten

Flangeswelding neck flangesPN 10 (> DN 150)

stainless  
steel

welding neck flange PN 10 FL.10

Measures and values

Short name FL.6
Welding neck flange PN 6 DIN 2631/C and 
EN 1092-1/B1 type 11 

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape C  Shape B1      more at www.heco.de/en

1.4541, 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

DN 

10 

15 

20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
500 

d1

17,2 
21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,0 
323,9 
355,6 
406,4 
508,0 

 

D

75 
80 
90 

100 
120 
130 
140 
160 
190 
210 
240 
265 
320 
375 
440 
490 
540 
645 

b

12 
12 
14 
14 
14 
14 
14 
14 
16 
16 
18 
18 
20 
22 
22 
22 
22 
24 

k

50 
55 
65 
75 
90 

100 
110 
130 
150 
170 
200 
225 
280 
355 
395 
445 
495 
600 

 

h

28 
30 
32 
35 
35 
38 
38 
38 
42 
45 
48 
48 
55 
60 
62 
62 
65 
68 

d4

35 
40 
50 
60 
70 
80 
90 

110 
128 
148 
178 
202 
258 
312 
365 
415 
465 
570 

s

2,0 
2,0 
2,3 
2,6 
2,6 
2,6 
2,9 
2,9 
3,2 
3,6 
4,0 
4,5 
6,3 
6,3 
7,1 
7,1 
7,1 
7,1 

d2

11 
11 
11 
11 
14 
14 
14 
14 
18 
18 
18 
18 
18 
18 
22 
22 
22 
22 

Anz

4 
4 
4 
4 
4 
4 
4 
4 
4 
4 
8 
8 
8 

12 
12 
12 
16 
20 

RG

M10 
M10 
M10 
M10 
M12 
M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M20 
M20 
M20 

kg

0,335 
0,392 
0,592 
0,780 
1,060 
1,180 
1,500 
1,670 
2,710 
3,240 
4,490 
7,750 
8,200 

10,800 
14,000 
18,500 
21,200 
31,000 

DN 

200 
250 
300 
350 
400 
500 

d1

219,1 
273,0 
323,9 
355,6 
406,4 
508,0 

D

340 
395 
445 
505 
565 
670 

b

24 
26 
26 
26 
26 
28 

 

k

295 
350 
400 
460 
515 
620 

h

62 
68 
68 
68 
72 
75 

d4

268 
320 
370 
430 
482 
585 

s

6,3 
6,3 
7,1 
7,1 
7,1 
7,1 

d2

22 
22 
22 
22 
26 
26 

Anz

8 
12 
12 
16 
16 
20 

RG

M20 
M20 
M20 
M20 
M24 
M24 

kg

11,300 
16,020 
17,400 
23,600 
28,600 
38,100 

Measures and values

Short name FL.10
Welding neck flange PN 10 DIN 2632/C and 
EN 1092-1/B1 type 11

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape C  Shape B1      more at www.heco.de/en

1.4541, 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 
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Werkstoff Werkstoff 

Flangeswelding neck flangesPN 16

DN 

10 

15 

20 
25 
32 
40 
50 
65 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
500 

Norm

DIN 

DIN 

DIN 
DIN 
DIN 
DIN 
DIN / EN 
DIN  
EN  
DIN / EN 
DIN / EN 
DIN / EN 
DIN / EN 
DIN / EN 
DIN / EN 
DIN / EN 
DIN / EN 
DIN / EN 
EN

d1

17,2 
21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,0 
323,9 
355,6 
406,4 
508,0 

D

90 
95 

105 
115 
140 
150 
165 
185 
185 
200 
220 
250 
285 
340 
405 
460 
520 
580 
715 

 

b

14 
14 
16 
16 
16 
16 
18 
18 
18 
20 
20 
22 
22 
24 
26 
28 
30 
32 
36 

k

60 
65 
75 
85 

100 
110 
125 
145 
145 
160 
180 
210 
240 
295 
355 
410 
470 
525 
650 

 

h

35 
35 
38 
38 
40 
42 
45 
45 
45 
50 
52 
55 
55 
62 
70 
78 
82 
85 
84 

 

d4

40 
45 
58 
68 
78 
88 

102 
122 
122 
138 
158 
188 
212 
268 
320 
378 
438 
490 
610 

s

1,8 
2,0 
2,3 
2,6 
2,6 
2,6 
2,9 
2,9 
2,9 
3,2 
3,6 
4,0 
4,5 
6,3 
6,3 
7,1 
8,0 
8,0 
8,0 

 

d2

14 
14 
14 
14 
18 
18 
18 
18 
18 
18 
18 
18 
22 
22 
26 
26 
26 
30 
33

Anz

4 
4 
4 
4 
4 
4 
4 
4 
8 
8 
8 
8 
8 

12 
12 
12 
16 
16 
20

RG

M12 
M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M22 
M24 
M24 
M24 
M27 
M30

kg

0,623 
0,700 
0,960 
1,410 
1,708 
1,882 
2,530 
3,200 
3,030 
3,960 
5,177 
6,430 
7,750 

11,629 
16,320 
22,000 
32,500 
39,300 
63,400 

EN-dimensions for DN < 50 see PN 40

Flangeswelding neck flangesPN 40

DN 

10 

15 

20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 

 

d1

17,2 
21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,0 
323,9 
355,6 
406,4 

 

D

90 
95 

105 
115 
140 
150 
165 
185 
200 
235 
270 
300 
375 
450 
515 
580 
660 

b

16 
16 
18 
18 
18 
18 
20 
22 
24 
24 
26 
28 
34 
38 
42 
46 
50 

 
 

k

60 
65 
75 
85 

100 
110 
125 
145 
160 
190 
220 
250 
320 
385 
450 
510 
585 

 
 
 

h

35 
38 
40 
40 
42 
45 
48 
52 
58 
65 
68 
75 
88 

105 
115 
125 
135 

 
 

d4

40 
45 
58 
68 
78 
88 

102 
122 
138 
162 
188 
218 
285 
345 
410 
465 
535 

s

2,0 
2,3 
2,6 
2,6 
2,6 
2,9 
2,9 
3,2 
3,6 
4,0 
4,5 
6,3 
7,1 
8,0 
8,8 

11,0 
12,5 

d2

14 
14 
14 
14 
18 
18 
18 
18 
18 
22 
26 
26 
30 
33 
33 
36 
39 

 

Anz

4 
4 
4 
4 
4 
4 
4 
8 
8 
8 
8 
8 

12 
12 
16 
16 
16 

 

RG

M12 
M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M20 
M24 
M24 
M27 
M30 
M30 
M33 
M36 

kg

0,711 
0,770 
1,060 
1,340 
1,880 
2,330 
2,940 
3,771 
4,780 
6,520 
9,070 

11,800 
21,500 
34,900 
49,700 
66,420 
96,500 

 

DIN 2633/C and EN 1092-1/B1 typ 11

stainless  
steel

welding neck flange PN 16 FL.16 welding neck flange PN 40 FL.40

Measures and values

Short name FL.16
Welding neck flange PN 16 

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape C  Shape B1      more at www.heco.de/en

1.4541 , 1.4571 , 316L    find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Measures and values

Short name FL.40
Welding neck flange PN 40 DIN 2635/C and 
EN 1092-1 / B1 type 11

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape C  Shape B1      more at www.heco.de/en

1.4404 , 1.4541 , 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

You will find the pressure stages PN 25, PN 100, PN 250, PN 320 and PN 400 on our website www.heco.de/en



Die Technischen Daten sowie die aktuellen Bestände und Preise finden Sie im Internet unter www.heco.de Die Technischen Daten sowie die aktuellen Bestände und Preise finden Sie im Internet unter www.heco.de 
9

Die Technischen Daten sowie die aktuellen Bestände und Preise finden Sie im Internet unter www.heco.de 
8

 

Werkstoff Werkstoff 

stainless  
steel

Flangesthreaded flangesDIN / ENPN 16 

DN 

6 
8 

10 

15 

20 
25 
32 
40 
50 
65 
65 
80 

100 

Norm

DIN 

DIN 

DIN 

DIN 

DIN 

DIN 

DIN 

DIN 

DIN / EN 

DIN 

EN 

DIN / EN 

DIN / EN

d1

10,2 
13,5 
17,2 
21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
76,1 
88,9 

114,3 
 

D

75 
80 
90 
95 

105 
115 
140 
150 
165 
185 
185 
200 
220

b

12 
12 
14 
14 
16 
16 
16 
16 
18 
18 
18 
20 
20

k

50 
55 
60 
65 
75 
85 

100 
110 
125 
145 
145 
160 
180

h

18 
18 
20 
20 
24 
24 
26 
26 
28 
32 
32 
34 
40 

d2

11 
11 
14 
14 
14 
14 
18 
18 
18 
18 
18 
18 
18

Anz

4 
4 
4 
4 
4 
4 
4 
4 
4 
4 
8 
8 
8

RG

M10 
M10 
M12 
M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M16

kg

0,337 
0,380 
0,600 
0,660 
0,980 
1,133 
1,670 
2,000 
2,560 
3,326 
2,970 
4,240 
4,749

Flangesplate flangesDIN / ENPN 6

DN 

10 

15 

20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
450 
500 

d1

17,2 
21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,0 
323,9 
355,6 
406,4 
457,2 
508,0

D

75 
80 
90 

100 
120 
130 
140 
160 
190 
210 
240 
265 
320 
375 
440 
490 
540 
595 
645 

b

12 
12 
14 
14 
16 
16 
16 
16 
18 
18 
20 
20 
22 
24 
24 
26 
28 
30 
30

k

50 
55 
65 
75 
90 

100 
110 
130 
150 
170 
200 
225 
280 
335 
395 
445 
495 
550 
600

d2

11 
11 
11 
11 
14 
14 
14 
14 
18 
18 
18 
18 
18 
18 
22 
22 
22 
22 
22

Anz

4 
4 
4 
4 
4 
4 
4 
4 
4 
4 
8 
8 
8 

12 
12 
12 
16 
16 
20

RG

M10 
M10 
M10 
M10 
M12 
M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M20 
M20 
M20 
M20

kg

0,363 
0,410 
0,600 
1,010 
1,160 
1,400 
1,500 
1,950 
3,040 
3,460 
4,460 
5,220 
7,150 
9,610 

12,600 
15,600 
18,400 
21,400 
26,500

d6

17,7 
22,0 
27,6 
34,4 
43,1 
49,0 
61,1 
77,1 
90,3 

115,9 
141,6 
170,5 
221,8 
276,2 
327,6 
359,7 
411,0 
462,3 
513,6

     Rp

    1/8 
   1/4 
   3/8 
   1/2 
   3/4 
1 
1 1/4 
1 1/2 

2 
2 1/2 
2 1/2 
3 
4

You will find the pressure stages PN 6, PN 10 and PN 40 on our website www.heco.de/en

DIN 2566 and EN 1092-1/B1 typ 13

threaded flange PN 16 FG.16 plate flange PN 6 GF.6

Measures and values

Short name FG.16
Threaded flange PN 16 

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape C  Shape B1      more at www.heco.de/en

1.4571, 1.4307   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Measures and values

Short name GF.6
Plate flange PN 6 DIN 2573/A and 
EN 1092-1/A type 01  

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape A Shape A      more at www.heco.de/en

1.4541, 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 
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Werkstoff Werkstoff 

stainless  
steel

Flanges plate flangesDIN / ENPN 10     Flangesplate flangesreduced thicknessdrilled PN 10

DN 

10 

15 

20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
500 

Norm

DIN 

DIN 

DIN 
DIN 
DIN    
DIN 
DIN 
DIN 
DIN / EN 
DIN 
DIN / EN 
DIN 
DIN / EN 
DIN / EN 
DIN / EN 
EN 
DIN / EN 
DIN / EN 

d1

17,2 
21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,0 
323,9 
355,6 
406,4 
508,0

D

90 
95 

105 
115 
140 
150 
165 
185 
200 
220 
250 
285 
340 
395 
445 
505 
565 
670 

b

14 
14 
16 
16 
16 
16 
18 
18 
20 
20 
22 
22 
24 
26 
26 
30 
32 
38

k

60 
65 
75 
85 

100 
110 
125 
145 
160 
180 
210 
240 
295 
350 
400 
460 
515 
620

d2

14 
14 
14 
14 
18 
18 
18 
18 
18 
18 
18 
22 
22 
22 
22 
22 
26 
26

Anz

4 
4 
4 
4 
4 
4 
4 
4 
8 
8 
8 
8 
8 

12 
12 
16 
16 
20

RG

M12 
M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M20 
M20 
M20 
M20 
M24 
M24

kg

0,100 
0,680 
0,940 
1,133 
1,660 
1,995 
2,540 
3,132 
3,790 
4,106 
5,460 
6,720 
9,380 

12,020 
13,800 
20,400 
27,900 
41,100

d6

17,7 
22,0 
27,6 
34,4 
43,1 
49,0 
61,1 
77,1 
90,3 

115,9 
141,6 
170,5 
221,8 
276,2 
327,6 
359,7 
411,0 
513,5

DN 

15 

20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
500 

d1

21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,0 
323,9 
355,6 
406,4 
508,0

D

95 
105 
115 
140 
150 
165 
185 
200 
220 
250 
285 
340 
395 
445 
505 
565 
670 

 
 
 

b

10 
10 
10 
10 
10 
10 
10 
10 
10 
12 
12 
12 
15 
15 
15 
15 
15 

k

65 
75 
85 

100 
110 
125 
145 
160 
180 
210 
240 
295 
350 
400 
460 
515 
620 

 
 

d2

14 
14 
14 
18 
18 
18 
18 
18 
18 
18 
22 
22 
22 
22 
22 
26 
26 

 

Anz

4 
4 
4 
4 
4 
4 
4 
8 
8 
8 
8 
8 

12 
12 
16 
16 
20 

RG

M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M20 
M20 
M20 
M20 
M24 
M24

 

kg

0,467 
0,627 
0,741 
1,074 
1,223 
1,493 
1,830 
1,900 
2,120 
2,870 
3,670 
4,780 
6,839 
8,280 

11,460 
13,500 
17,720 

d6

22,0 
27,6 
34,4 
43,1 
49,0 
61,1 
77,1 
90,3 

115,9 
141,6 
170,5 
221,8 
276,2 
327,6 
359,7 
411,0 
513,6 

 
 

DIN 2576/A and EN 1092-1/A typ 01

plate flange PN 10 GF.10 plate flange PN 10 GF.R

Measures and values

Short name GF.10
Plate flange PN 10 

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape A  Shape A      more at www.heco.de/en

1.4541, 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Measures and values

Short name GF.R
Plate flange PN 10, reduced thickness 
similar to DIN 2576

Designation of sealing surfaces:
DIN 2526   
Shape A      more at www.heco.de/en

304L , 1.4571, 316L   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 
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Werkstoff Werkstoff 

stainless  
steel

Flangesplate flangesDIN / ENPN 40    

EN-dimensions for DN < 50 see DIN 2576

Flangesplate flanesDIN / ENPN 16 (EN 1092-1)   

EN-dimensions for DN < 50 see PN 40

DN 

50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
450 
500 

d1

60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,0 
323,9 
355,6 
406,4 
457,2 
508,0

D

165 
185 
200 
220 
250 
285 
340 
405 
460 
520 
580 
640 
715 

b

20 
20 
20 
22 
22 
24 
26 
29 
32 
35 
38 
42 
46 

k

125 
145 
160 
180 
210 
240 
295 
355 
410 
470 
525 
585 
650 

d2

18 
18 
18 
18 
18 
22 
22 
26 
26 
26 
30 
30 
33 

Anz

4 
8 
8 
8 
8 
8 

12 
12 
12 
16 
16 
20 
20 

RG

M16 
M16 
M16 
M16 
M16 
M20 
M20 
M24 
M24 
M24 
M27 
M27 
M30 

kg

2,715 
3,160 
3,160 
4,327 
5,410 
7,140 
9,730 

14,200 
19,000 
28,200 
35,900 
46,100 
64,000 

 

d6

61,5 
77,5 
90,5 

116,0 
141,5 
170,5 
221,5 
276,5 
327,5 
359,0 
411,0 
462,0 
513,5 

DN 

50 
65 
80 

100 
125 
150 
200 

d1

60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 

D

165 
185 
200 
235 
270 
300 
375 

b

20 
22 
24 
26 
28 
30 
36 

k

125 
145 
160 
190 
220 
250 
320 

 

d2

18 
18 
18 
22 
26 
26 
30 

Anz

4 
8 
8 
8 
8 
8 

12 

RG

16 
16 
16 
20 
24 
24 
27

kg

2,789 
3,480 
4,421 
6,040 
8,190 

10,300 
17,900

d6                                               

61,5 
77,5 
90,5 

116,0 
141,5 
170,5 
221,5 

FF-piece FFK-piece N-piece TT-piece

plate flange PN 16 GF.16 plate flange PN 40 GF.40

Measures and values

Short name GF.16
Plate flange PN 16

Designation of sealing surfaces:
EN 1092-1 
Shape A       more at www.heco.de/en

1.4571, 316L   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Measures and values

Short name GF.40
Plate flange PN 40 EN 1092-1/A type 01 shape A

Designation of sealing surfaces:
EN 1092-1 
Shape A       more at www.heco.de/en

1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Overview: flange-fittings
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Werkstoff Werkstoff 

Flangesloose plate flangesDIN / ENPN 10 Flangesloose plate flangesreduced thicknessdrilled PN 10

DN 

10 

15 

20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
200 
250 
250 
300 
300 
350 
350 
400 
400 

 

Norm

DIN 

DIN 

DIN 
DIN 
DIN 
DIN 
DIN 
DIN 
DIN 
DIN 
DIN  
DIN 
DIN 
EN 
DIN 
EN 
DIN 
EN 
DIN 
EN 
DIN 
EN 
 

d1

17,2 
21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
219,1 
273,0 
273,0 
323,9 
323,9 
355,6 
355,6 
406,4 
406,4 

D

90 
95 

105 
115 
140 
150 
165 
185 
200 
220 
250 
285 
340 
340 
395 
395 
445 
445 
505 
505 
565 
565 

b

14 
14 
14 
16 
16 
16 
16 
16 
18 
18 
18 
18 
20 
24 
22 
26 
26 
26 
30 
30 
32 
32 

k

60 
65 
75 
85 

100 
110 
125 
145 
160 
180 
210 
240 
295 
295 
350 
350 
400 
400 
460 
460 
515 
515 

 

d2

14 
14 
14 
14 
18 
18 
18 
18 
18 
18 
18 
22 
22 
22 
22 
22 
22 
22 
22 
22 
26 
26 

Anz

4 
4 
4 
4 
4 
4 
4 
4 
8 
8 
8 
8 
8 
8 

12 
12 
12 
12 
16 
16 
16 
16 

RG

M12 
M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M20 
M20 
M20 
M20 
M20 
M20 
M20 
M20 
M24 
M24 

kg

0,580 
0,677 
0,952 
1,120 
1,720 
1,860 
2,220 
2,660 
3,220 
3,600 
4,370 
5,705 
7,470 
9,000 

10,300 
11,500 
13,780 
13,000 
18,500 
19,500 
25,000 
26,500 

d6

19 
24 
30 
36 
46 
54 
65 
81 
94 

119 
145 
173 
225 
226 
279 
281 
329 
333 
362 
365 
413 
416 

DN 

25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
500 
600 

 

d1

33,7 
42,4 
48,3 
60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,0 
323,9 
355,6 
406,4 
508,0 
610,0

D

115 
140 
150 
165 
185 
200 
220 
250 
285 
340 
395 
445 
505 
565 
670 
780 

 
 

b

10 
10 
10 
10 
10 
10 
10 
12 
12 
12 
15 
15 
15 
15 
15 
15 

k

85 
100 
110 
125 
145 
160 
180 
210 
240 
295 
350 
400 
460 
515 
620 
725

d2

14 
18 
18 
18 
18 
18 
18 
18 
22 
22 
22 
22 
22 
26 
26 
30

Anz

4 
4 
4 
4 
4 
8 
8 
8 
8 
8 

12 
12 
16 
16 
20 
20

RG

M12 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M20 
M20 
M20 
M20 
M24 
M24 
M27

kg

0,755 
1,010 
1,200 
1,460 
1,643 
1,845 
2,050 
3,050 
3,620 
4,720 
6,947 
8,500 

11,240 
15,000 
18,000 
20,290

d6

36 
46 
54 
65 
81 
94 

119 
145 
173 
225 
279 
329 
362 
413 
517 
618 

 
 

stainless  
steel

DIN 2642 and EN 1092-1/02

loose plate flange PN 10 LF.10 loose plate flange PN 10 LF.R

Measures and values

Short name LF.10
Loose plate flange PN 10

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape A  Shape A      more at www.heco.de/en

1.4541, 1.4571, 316L    find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Measures and values

Short name LF.R
Loose plate flange PN 10, reduced thickness, 
similar to DIN 2642

Designation of sealing surfaces:
DIN 2526   
Shape A        more at www.heco.de/en

304L, 1.4571, 316L   find more at www.heco.de/en 

You will find the current stock levels  
on our website

Product description Material 

Stocks 
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Werkstoff Werkstoff 

stainless  
steel

Flangesloose plate flangesDIN / ENPN 16 (EN 1092-1)     

EN-dimensions for DN < 50 see PN 40

DN 

50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
500 

 

d1

60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,0 
323,9 
355,6 
406,4 
508,0

D

165 
185 
200 
220 
250 
285 
340 
405 
460 
520 
580 
715

b

20 
20 
20 
22 
22 
24 
26 
29 
32 
35 
38 
46

k

125 
145 
160 
180 
210 
240 
295 
355 
410 
470 
525 
650

d2

18 
18 
18 
18 
18 
22 
22 
26 
26 
26 
30 
33

Anz

4 
8 
8 
8 
8 
8 

12 
12 
12 
16 
16 
20

RG

M16 
M16 
M16 
M16 
M16 
M20 
M20 
M24 
M24 
M24 
M27 
M30

kg

2,520 
3,050 
3,480 
4,200 
5,275 
6,890 
9,310 
13,50 
18,00 
27,00 
34,60 
62,00 

d6

65 
81 
94 

120 
145 
174 
226 
281 
333 
365 
416 
519

Flangesloose plate flangespressed from sheetPN 10/16

Technische DatenBasisdaten

DN 

15 

20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 

d1

21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,1 
323,9 

 

D

95 
105 
115 
140 
150 
165 
185 
200 
220 
250 
285 
340 
395 
445

d6

24,5 
30,5 
39,0 
47,0 
55,0 
66,0 
82,0 
95,0 

120,0 
146,0 
174,5 
226,5 
280,5 
330,5

b

11,5 
14,0 
16,0 
16,5 
17,5 
19,5 
21,0 
22,0 
23,0 
25,0 
27,0 
31,0 
34,0 
38,0

s

3,0 
3,0 
3,0 
3,0 
3,0 
3,0 
3,0 
3,0 
4,0 
4,0 
5,0 
6,0 
6,0 
6,0

k

65 
75 
85 

100 
110 
125 
145 
160 
180 
210 
240 
295 
350 
400

d2

13,5 
13,5 
13,5 
17,5 
17,5 
17,5 
17,5 
17,5 
17,5 
17,5 
21,5 
21,5 
21,5 
21,5 

kg

0,172 
0,230 
0,284 
0,460 
0,620 
0,780 
0,940 
1,160 
1,190 
2,040 
2,350 
3,600 
4,580 
5,590 

Anz

4 
4 
4 
4 
4 
4 
4 
8 
8 
8 
8 
8 

12 
12

RG

M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M20 
M20 
M20

loose plate flange PN 16 LF.16 loose plate flange LF.G

Measures and values

Short name LF.16
Loose plate flange PN 16

Designation of sealing surfaces:
EN 1092-1 
Shape A       more at www.heco.de/en

304L, 1.4541, 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Measures and values

Short name LF.G
Loose plate flange pressed from sheet 
similar to DIN 2642 / EN 1092-1 type 02

The flanges are characterised by enormous savings 
in materials (max. 50%) with the same strength as the 
traditionel flange and the same dimension.

1.4307, 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

You will find the pressure stages PN 6, PN 25, PN 40 and loose plate flange for weld-neck collar on our website www.heco.de/en
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Werkstoff Werkstoff 

D

s2

s1

h

stainless  
steel

Flangesloose plate flangesaluminium-flangesPN 10

DN 

10 
15 

20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
450 
500 
600 

d1

17,2 
21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,1 
323,9 
355,6 
406,4 
457,2 
508,0 
609,6 

D

90 
95 

105 
115 
140 
150 
165 
185 
200 
220 
250 
285 
340 
395 
445 
505 
565 
615 
670 
780

b

12 
12 
12 
12 
16 
16 
16 
16 
18 
18 
18 
18 
20 
22 
22 
22 
25 
25 
28 
30

k

60 
65 
75 
85 

100 
110 
125 
145 
160 
180 
210 
240 
295 
350 
400 
460 
515 
565 
620 
725

d2

14 
14 
14 
14 
18 
18 
18 
18 
18 
18 
18 
22 
22 
22 
22 
22 
26 
26 
26 
30

Anz

4 
4 
4 
4 
4 
4 
4 
4 
8 
8 
8 
8 
8 

12 
12 
16 
16 
20 
20 
20

RG

M12 
M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M20 
M20 
M20 
M20 
M24 
M24 
M24 
M27

kg

0,196 
0,180 
0,235 
0,270 
0,500 
0,560 
0,710 
0,850 
1,038 
1,180 
1,430 
1,700 
2,486 
3,007 
3,720 
5,100 
6,940 
7,300 

11,200 
12,130

d6

19 
24 
30 
36 
46 
54 
65 
81 
94 

119 
145 
173 
225 
279 
329 
362 
413 
465 
517 
618

Butt welding fittingscollarsPN 10

DN 

15 

20 
25 
25 
32 
32 
32 
40 
40 
40 
50 
50 
50 
65 
65 
65 
80 
80 
80 

d1

21,3 
26,9 
33,7 
33,7 
42,4 
42,4 
42,4 
48,3 
48,3 
48,3 
60,3 
60,3 
60,3 
76,1 
76,1 
76,1 
88,9 
88,9 
88,9 

s1

2,0 
2,0 
2,0 
2,6 
2,0 
2,6 
3,0 
2,0 
2,6 
3,0 
2,0 
2,6 
3,0 
2,0 
2,6 
3,0 
2,0 
2,6 
3,2 

 
 
 
 

s2

2,5 
2,5 
2,5 
3,5 
2,5 
3,5 
4,0 
2,5 
3,5 
4,0 
2,5 
3,5 
4,0 
2,5 
3,5 
4,0 
2,5 
3,5 
4,0 

h

9 
11 
12 
12 
14 
14 
14 
16 
16 
16 
20 
21 
21 
23 
23 
24 
23 
24 
24 

kg

0,032 
0,050 
0,085 
0,100 
0,100 
0,120 
0,123 
0,140 
0,181 
0,180 
0,170 
0,200 
0,240 
0,240 
0,292 
0,335 
0,310 
0,407 
0,415 

D

45 
58 
68 
78 
78 
78 
78 
88 
88 
88 

102 
102 
102 
122 
122 
122 
140 
140 
140 

Loose plate flange aluminium AF.10 welding collar PN 10 BOE.

Measures and values

Short name AF.10
Loose plate flange aluminium PN 10 
blank/epoxy powder coated, type C (ISO)  
according to DIN 2642

Alloy: Coating:
G-AlSi12 Epoxy resin RAL 7035

Aluminium alloy: AlSi12Cu

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Measures and values

Short name BOE.
Welded collar DIN 2642 PN 10

Dimensions für welded collars with a short stub end 
according to DIN EN 1092-1 Typ 37  
more at www.heco.de/en

1.4307, 1.4541, 1.4404, 1.4571

You will find the current stock levels  
on our website

Product description Material 

Stocks 
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Werkstoff 

stainless  
steel

Butt welding fittingscollarsPN 10

Technische DatenBasisdaten

DN 

100 
100 
100 
125 
125 
125 
125 
150 
150 
150 
150 
200 
200 
200 
200 
250 
300 
350 
350 
400 
400 
500 
500 
500 
600 

d1

114,3 
114,3 
114,3 
139,7 
139,7 
139,7 
139,7 
168,3 
168,3 
168,3 
168,3 
219,1 
219,1 
219,1 
219,1 
273,0 
323,9 
355,6 
355,6 
406,4 
406,4 
508,0 
508,0 
508,0 
609,6 

s1

2,0 
2,6 
3,2 
2,0 
2,6 
3,0 
3,2 
2,0 
2,6 
3,0 
3,2 
2,0 
2,6 
2,9 
3,2 
3,0 
3,0 
3,0 
4,0 
3,0 
4,0 
3,0 
4,0 
5,0 
4,0 

s2

2,5 
3,5 
4,0 
2,5 
3,0 
3,5 
4,0 
2,5 
3,0 
3,5 
4,0 
2,5 
3,0 
3,5 
4,0 
3,0 
3,0 
3,0 
4,0 
3,0 
4,0 
3,0 
4,0 
5,0 
4,0 

2,52j77 

h

29 
29 
29  
29 
31 
31 
32 
30 
30 
30 
30 
30 
30 
30 
30 
30 
32 
35 
35 
40 
40 
35 
35 
35 
45 

kg

0,340 
0,600 
0,530 
0,440 
0,520 
0,640 
0,670 
0,490 
0,600 
0,820 
0,820 
0,673 
0,770 
0,960 
1,200 
1,430 
1,320 
2,160 
2,600 
2,130 
3,250 
3,000 
3,700 
5,300 
5,200 

D

158 
158 
158 
188 
188 
188 
188 
212 
212 
212 
212 
268 
268 
268 
268 
320 
370 
430 
430 
482 
482 
585 
585 
585 
685 

Flangescollarsweld-on collarsPN10

DN 

10 

15 

20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
500 

Norm

DIN 

DIN 

DIN 
DIN 
DIN 
DIN 
DIN 
DIN   
DIN 
DIN  
DIN 
DIN 
DIN / EN 
DIN / EN 
DIN / EN 
DIN / EN 
DIN / EN 
DIN / EN

d1

17,2 
21,3 
26,9 
33,7 
42,4 
48,3 
60,3 
76,1 
88,9 

114,3 
139,7 
168,3 
219,1 
273,0 
323,9 
355,6 
406,4 
508,0 

 

D

40 
45 
58 
68 
78 
88 

102 
122 
138 
158 
188 
212 
268 
320 
370 
430 
482 
585 

d

17,7 
22,0 
27,6 
34,4 
43,1 
49,0 
61,1 
77,1 
90,3 

115,9 
141,6 
170,5 
221,8 
276,5 
327,6 
359,7 
411,0 
513,6

b

10 
10 
12 
12 
12 
12 
14 
14 
16 
16 
18 
18 
20 
22 
22 
22 
24 
26

kg

0,087 
0,100 
0,203 
0,276 
0,310 
0,426 
0,540 
0,790 
1,091 
1,140 
1,688 
1,789 
2,938 
3,520 
4,200 
7,680 

24,000 
12,600

Technische DatenBasisdaten
You will find the pressure stages PN 6, PN 16, PN 40, PN 25 and the weld-on collar with a reduced thickness on our website www.heco.de/en

DIN 2642 and EN 1092-1/A typ 32 

weld-on collar PN 10 GB.10

Measures and values

Short name GB.10
Weld-on collar PN 10

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape A  Shape A      more at www.heco.de/en

1.4541, 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 
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Werkstoff Werkstoff 

b

D
k

t

d6RG

stainless  
steel

Flangesotherinspection glass flangesDIN 28117/A

DN 

20 
25 
32 
40 
50 
65 
65 
80 

100 
100 
125 
125 
150 
150 
200 
200 
250 
300 

D

105 
115 
140 
150 
165 
185 
185 
200 
220 
235 
250 
270 
285 
300 
340 
340 
395 
445 

b

25 
25 
30 
30 
30 
30 
30 
30 
30 
36 
30 
42 
36 
42 
36 
36 
36 
36 

k

75 
85 

100 
110 
125 
145 
145 
160 
180 
190 
210 
220 
240 
250 
295 
295 
350 
400 

d6

20 
25 
32 
40 
50 
65 
65 
80 

100 
100 
125 
125 
150 
150 
200 
200 
250 
300 

t

18 
18 
23 
23 
23 
23 
23 
23 
23 
28 
23 
33 
28 
33 
28 
28 
28 
28 

Anz

4 
4 
4 
4 
4 
4 
8 
8 
8 
8 
8 
8 
8 
8 
8 

12 
12 
12 

RG

M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M16 
M20 
M20 
M24 
M20 
M20 
M20 
M20 

kg

1,500 
1,912 
3,364 
3,368 
4,500 
5,710 
5,470 
6,150 
8,000 
9,920 
8,500 

14,370 
13,000 
17,020 
16,500 
16,500 
20,600 
24,000 

PN

40 
40 
40 
40 
40 
16 
40 
40 
16 
40 
16 
40 
16 
40 
10 
16 
10 
10 

Flangesblind flangesDIN / ENPN6

DN 

10 

15 

20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
500 

D

75 
80 
90 

100 
120 
130 
140 
160 
190 
210 
240 
265 
320 
375 
440 
490 
540 
645

b

12 
12 
14 
14 
14 
14 
14 
14 
16 
16 
18 
18 
20 
22 
22 
22 
22 
24

 

k

50 
55 
65 
75 
90 

100 
110 
130 
150 
170 
200 
225 
280 
335 
395 
445 
495 
600 

 
 

d2

11 
11 
11 
11 
14 
14 
14 
14 
18 
18 
18 
18 
18 
18 
22 
22 
22 
22 

Anz

4 
4 
4 
4 
4 
4 
4 
4 
4 
4 
8 
8 
8 

12 
12 
12 
16 
20

RG

M10 
M10 
M10 
M10 
M12 
M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
M20 
M20 
M20 

kg

0,380 
0,451 
0,655 
0,686 
1,000 
2,150 
1,740 
2,210 
3,640 
4,507 
6,200 
7,655 

12,680 
19,000 
25,300 
31,600 
38,400 
60,100

block flange DIN 28117/A BK. blind flange PN 6 BF.6

Measures and values

Short name BK.
Block flange  DIN 28117/A

Für Behälter und Apparate:
Shape A          Shape B  
without stub end      with stub end 
more at www.heco.de/en

1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Measures and values

Short name BF.6
Blind flange PN 6 DIN 2527/B and EN 1092-1/A type 05

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape B Shape A     more at www.heco.de/en

1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 
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Werkstoff Werkstoff 

stainless  
steel

Flangesblind flangesDIN / ENPN10 (> DN 150) Flangesblind flangesreduced thicknessdrilled PN 10

DN 

200 
250 
300 
350 
400 
500 

D

340 
 395 
445 
505 
565 
670 

b

24 
26 
26 
26 
26 
28 

k

295 
350 
400 
460 
515 
620 

d2

22 
22 
22 
22 
26 
26 

Anz

8 
12 
12 
16 
16 
20 

RG

M20 
M20 
M20 
M20 
M24 
M24 

kg

16,500 
27,000 
32,100 
40,600 
50,000 
75,000 

DN 

200 
250 
300 
350 
400 
500 
600 

D

340 
395 
445 
505 
565 
670 
780

b

15 
15 
15 
15 
15 
15 
15

k

295 
350 
400 
460 
515 
620 
725 

d2

22 
22 
22 
22 
26 
26 
30

Anz

8 
12 
12 
16 
16 
20 
30 

RG

M20 
M20 
M20 
M20 
M24 
M24 
M27 

kg

8,224 
14,548 
19,220 
30,000 
32,000 
41,200 
54,000

Overview: more sealing surfaces

blind flange PN 10 BF.10 blind flange PN 10 BF.R10

Measures and values

Short name BF.10
Blind flange PN 10 DIN 2527/B EN 1092-1/A type 05

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape B  Shape A      more at www.heco.de/en

1.4571, Aluminium   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Measures and values

Short name BF.R10
Blind flange PN 10 red. thickness similar to DIN 2527/B

Designation of sealing surfaces:
DIN 2526  
Shape B       more at www.heco.de/en

304L, 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Overview: with center hole

with raised face with groove and tongue with throught hole with tapped through hole
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Werkstoff Werkstoff 

stainless  
steel

Flangesblind flangesDIN / ENPN16

DN 

10 

15 

20 
25 
32 
40 
50 
65 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
500 
500

EN-dimensions for DN < 50 see PN 40

Flangesblind flangesreduced thicknessdrilled PN 16

DN 

50 
65 
80 

100 
125 
150 
200 
250 
300 

Norm

DIN 

DIN 
DIN 
DIN 
DIN 
DIN  
DIN/EN 
DIN 
EN 
DIN/EN 
DIN/EN 
DIN/EN 
DIN/EN 
DIN/EN 
DIN/EN 
DIN/EN 
DIN/EN 
DIN/EN 
DIN 
EN 

D

90 
95 

105 
115 
140 
150 
165 
185 
185 
200 
220 
250 
285 
340 
405 
460 
520 
580 
715 
715

b

14 
14 
16 
16 
16 
16 
18 
18 
18 
20 
20 
22 
22 
24 
26 
28 
30 
32 
36 
44

k

60 
65 
75 
85 

100 
110 
125 
145 
145 
160 
180 
210 
240 
295 
355 
410 
470 
525 
650 
650

d2

14 
14 
14 
14 
18 
18 
18 
18 
18 
18 
18 
18 
22 
22 
26 
26 
26 
30 
33 
33 

 

Anz

4 
4 
4 
4 
4 
4 
4 
4 
8 
8 
8 
8 
8 

12 
12 
12 
16 
16 
20 
20 

RG

M12 
M12 
M12 
M12 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M16 
M20 
 M20 
M24 
M24 
M24 
M27 
M30 
M30 

 

kg

0,630 
0,750 
1,040 
1,208 
1,800 
2,150 
3,019 
3,800 
3,510 
4,800 
5,823 
8,420 

10,920 
16,500 
25,320 
36,500 
47,800 
49,400 

108,580 
133,000 

D

165 
185 
200 
220 
250 
285 
340 
405 
460

b

10 
10 
10 
10 
12 
12 
15 
15 
15

k

125 
145 
160 
180 
210 
240 
295 
355 
410

d2

18 
18 
18 
18 
18 
22 
22 
26 
26

Anz

4 
4 
8 
8 
8 
8 

12 
12 
12 

RG

M16 
M16 
M16 
M16 
M16 
M20 
M20 
M24 
M24

kg

2,900 
2,091 
2,534 
5,700 
4,470 
5,890 

10,111 
00,000 
17,680

DIN 2527/B and EN 1092-1/A typ 05

blind flange PN 16 BF.R16blind flange PN 16 BF.16

Measures and values

Short name BF.16
Blind flange PN 16

Designation of sealing surfaces:
DIN 2526  EN 1092-1 
Shape B  Shape A      more at www.heco.de/en

1.4541, 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 

Measures and values

Short name BF.R16
Blind flange PN 16 reduced thickness 
similar to DIN 2527/B

Designation of sealing surfaces:
DIN 2526  
Shape B       more at www.heco.de/en

1.4301, 304 L, 1.4571   find more at www.heco.de/en

You will find the current stock levels  
on our website

Product description Material 

Stocks 
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Werkstoff 


stainless 

steel

Flangesblind fl angesDIN / ENPN 40

DN 

10
15
20
25
32
40
50
65
80

100
125
150
200
250

D

90
95

105
115
140
150
165
185
200
235
270
300
375
450

b

16
16
18
18
18
18
20
22
24
24
26
28
36
38

k

60
65
75
85

100
110
125
145
160
190
220
250
320
385

d2

14
14
14
14
18
18
18
18
18
22
26
26
30
33

Anz

4
4
4
4
4
4
4
8
8
8
8
8

12
12

RG

M12
M12
M12
M12
M16
M16
M16
M16
M16
M20
M24
M24
M27
M30

kg

0,720
0,840
1,191
1,400
2,131
2,485
3,280
4,290
5,700
7,640

10,825
14,650
28,800
45,100

DIN 2527/B and EN 1092-1/A typ 05

Norm

DIN/EN
DIN/EN
DIN/EN
DIN/EN
DIN/EN
DIN/EN
DIN/EN
DIN/EN
DIN/EN
DIN/EN
DIN/EN
DIN/EN
EN
DIN/EN

blind fl ange PN 40 BF.40

Measures and values

Short name BF.40
Blind fl ange PN 40 DIN 2527/B EN 1092-1/A type 05

Designation of sealing surfaces:
DIN 2526  EN 1092-1
Shape B  Shape A      more at www.heco.de/en

1.4541, 1.4404, 1.4571   fi nd more at www.heco.de/en

You will fi nd the current stock levels 
on our website

Product description Material 

Stocks 

 

 
  
Shape A Shape A Sealing surface without requirement
fl at sealing surface Shape B  machined sealing surface

Shape B1
with raised face Shape C + D  machined sealing surface

Shape B2
with raised face Shape E  machined sealing surface

  
Shape C
with tongue Shape F with tongue acc. DIN 2512

Shape D
with groove Shape N  with groove acc. DIN 2512

Shape E
with nose Shape V 13 with nose acc. DIN 2513

 
Shape F
with retrace Shape R 13  with retrace acc.DIN 2513

 
Shape G
with O-ring retrace Shape R 14  with retrace acc. DIN 2514

 
Shape H
with O-ring groove nose Shape V 14 with nose acc. DIN 2514

New description
acc. to DIN EN 1092-1

Former description
acc. to DIN 2526

    groove and tongue

     fl at nose and retrace

     sealing surface

  Flange sealing surface shapes according to EN 1092-1 

You will fi nd the pressure stages PN 63/64, PN 100, PN 160, PN 250, PN 320, PN 400 and fl anges with through hole 
on our website www.heco.de/en
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The fastest and most direct way is by using our 
abbreviated article designations . After you 
have entered a term in the Search box  on our 
website, you are directly forwarded to the article 
without you having to use the navigation.

You are able to see the current stock level under 
“stocks and pricing”   If you are logged into 
our myheco customer portal, you can also see the 
prices here.

You will fi nd the technical data   under “measures 
and values”. A technical datasheet can be down-
loaded at the end of the table .

Short names 

AF. Aluminium-fl anges
BF. Blind fl anges
BK. Block fl anges
BOE. Collars
FG. Threaded fl anges
GB. Weld-on collar
GF. Plate fl anges
LF. Loose plate fl anges
FL. Welding neck fl anges

You will fi nd all of the short names at www.
heco.de/en/interesting-facts.

Retrieving and downloading the technical data and current stock levels 

full text

article number

welding neck fl ange PN 10                                      FL.10 
 
 
 
 
 
 
 
BF40

DIN 2632/C - EN 1092-1/B1
extended product description

material

measures and values

stocks and pricing

downloads

videos

ask our experts
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