
short name: BF.10*blind flange PN 10

DIN 2527/B

EN 1092-1/A type 05

technical product sheet

DN D b k M d2 kg Art.-Nr.

< 200      siehe PN 16 0,000 BF-000-010

200 340 24 295     8 x M20 22 16,500 BF-200-010

250 395 26 350     12x M20 22 27,000 BF-250-010

300 445 26 400     12x M20 22 32,000 BF-300-010

350 505 26 460     16x M20 22 40,620 BF-350-010

400 565 26 515     16x M24 26 50,000 BF-400-010

450 615 28 565     20x M24 26 63,000 BF-450-010

500 670 28 620     20x M24 26 75,000 BF-500-010

600 780 34 725     20x M27 30 126,100 BF-600-010

700 895 38 840     24x M27 30 0,000 BF-700-010

800 1015 48 950     24x M30 33 216,700 BF-800-010

900 1115 50 1050     28x M30 33 374,000 BF-900-010

available material: 1.4571

Flanges › blind flanges › DIN / EN › PN 10 (> DN 150)
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Blind flange type 05 - PN 10

with smooth seal surface

Comparison DIN - EN

The European standard EN 1092-1/05 has replaced the national standard DIN 2527 in 2007.

For dimensions up to DN 40, the EN refers to the standard series of PN 40 pressure level.

From DN 50 to DN 150, the EN refers to the standard series of PN 16 pressure level.

For nominal sizes larger than DN 150, EN standardizes pressure levels PN 10 and PN 16.

Standards

 DIN (old)   EN (new)
DIN 2527  EN 1092-1 type 05

Dimension range

 DIN 2527   EN 1092-1
DN 200 to 500  DN 200 to 1200

Designation of the gasket shape

 DIN 2526   EN 1092-1
Shape B  Shape A

Seal surface

Machining   Ra (µm)   Rz (µm)
rotaded  min. 3,25 / max. 12,5  min. 12,5/ max. 50
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Comparison of dimensions DIN 2527 and EN 1092-1

Dimension [k], Circular hole pattern

 DN  DIN - PN 10  DIN - PN 16  EN - PN 10 EN - PN 16 EN - PN 40
10  >> PN 16  60 >> PN 40 >> PN 40  60

15  >> PN 16  65 >> PN 40 >> PN 40  65

20  >> PN 16  75 >> PN 40 >> PN 40  75

25  >> PN 16  85 >> PN 40 >> PN 40  85

32  >> PN 16 100 >> PN 40 >> PN 40 100

40  >> PN 16 110 >> PN 40 >> PN 40 110

50  >> PN 16 125 >> PN 16 125

65  >> PN 16 145 >> PN 16 145

80  >> PN 16 160 >> PN 16 160

100  >> PN 16 180 >> PN 16 180

125  >> PN 16 210 >> PN 16 210

150  >> PN 16 240 >> PN 16 240

200 295 295 295 295

250 350 355 350 355

300 400 410 400 410

350 460 470 460 470

400 515 525 515 525

450  - - 565 585

500 620 650 620 650

600 - - 725 770

All dimensions in mm

[M], No. of screws x size

 DN  DIN - PN 10  DIN - PN 16  EN - PN 10 EN - PN 16 EN - PN 40
10  >> PN 16  4 x M12 >> PN 40 >> PN 40  4 x M12

15  >> PN 16  4 x M12 >> PN 40 >> PN 40  4 x M12

20  >> PN 16  4 x M12 >> PN 40 >> PN 40  4 x M12

25  >> PN 16  4 x M12 >> PN 40 >> PN 40  4 x M12

32  >> PN 16  4 x M16 >> PN 40 >> PN 40  4 x M16

40  >> PN 16  4 x M16 >> PN 40 >> PN 40  4 x M16

50  >> PN 16  4 x M16 >> PN 16  4 x M16

65  >> PN 16  4 x M16 >> PN 16  8 x M16*

80  >> PN 16  8 x M16 >> PN 16  8 x M16

100  >> PN 16  8 x M16 >> PN 16  8 x M16

125  >> PN 16  8 x M16 >> PN 16  8 x M16

150  >> PN 16  8 x M20 >> PN 16  8 x M20

200  8 x M20 12 x M20  8 x M20 12 x M20

250 12 x M20 12 x M24 12 x M20 12 x M24

300 12 x M20 12 x M24 12 x M20 12 x M24

350 16 x M20 16 x M24 16 x M20 16 x M24

400 16 x M24 16 x M27 16 x M24 16 x M27

450  -  - 20 x M24 20 x M27

500 20 x M24 20 x M30 20 x M24 20 x M30

600  - - 20 x M27 20 x M33

* = By agreement, flanges with this PN and DN may also be supplied with 4 holes.
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Dimension [b], Thickness of sheet

 DN  DIN - PN 10  DIN - PN 16  EN - PN 10 EN - PN 16 EN - PN 40
10 >> PN 16 14 >> PN 40 >> PN 40 16

15 >> PN 16 14 >> PN 40 >> PN 40 16

20 >> PN 16 16 >> PN 40 >> PN 40 18

25 >> PN 16 16 >> PN 40 >> PN 40 18

32 >> PN 16 16 >> PN 40 >> PN 40 18

40 >> PN 16 16 >> PN 40 >> PN 40 18

50 >> PN 16 18 >> PN 16 18

65 >> PN 16 18 >> PN 16 18

80 >> PN 16 20 >> PN 16 20

100 >> PN 16 20 >> PN 16 20

125 >> PN 16 22 >> PN 16 22

150 >> PN 16 22 >> PN 16 22

200 20 24 24 24

250 22 26 26 26

300 22 28 26 28

350 22 30 26 30

400 22 32 26 32

450  - - 28 40

500 24 36 28 44

600  -  - 34 54

All dimensions in mm
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