
short name: BF.40*blind flange PN 40

DIN 2527/B

EN 1092-1/A Type 05

technical product sheet

DN D b k d2 M kg Art.-Nr.

10 90 16 60 14     4 x M12 0,721 BF-010-040

15 95 16 65 14     4 x M12 0,840 BF-015-040

20 105 18 75 14     4 x M12 1,191 BF-020-040

25 115 18 85 14     4 x M12 1,400 BF-025-040

32 140 18 100 18     4 x M16 2,131 BF-032-040

40 150 18 110 18     4 x M16 2,485 BF-040-040

50 165 20 125 18     4 x M16 3,280 BF-050-040

65 185 22 145 18     8 x M16 4,310 BF-065-040

80 200 24 160 18     8 x M16 5,700 BF-080-040

100 235 24 190 22     8 x M20 7,930 BF-100-040

125 270 26 220 26     8 x M24 10,825 BF-125-040

150 300 28 250 26     8 x M24 14,650 BF-150-040

200 375 36 320 30     12x M27 28,863 BF-200-040

250 450 38 385 33     12x M30 45,100 BF-250-040

300 515 42 450 33     16x M30 64,000 BF-300-040

400 660 50 585 39     16x M36 127,000 BF-400-040

450 685 57 610 39     16x M36 154,000 BF-450-040

500 755 56 670 42     20x M39 188,000 BF-500-040

600 890 72 795 48     20x M45 0,000 BF-600-040

available material: 1.4541, 1.4571, 304L

Flanges › blind flanges › DIN / EN › PN 40
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Blind flange - PN 40

with smooth seal surface

Comparison DIN and EN:

DIN (old)  EN (new)
DIN 2527  EN 1092-1 Type 05

Dimensions range

DIN 2527  EN 1092-1
DN 10 to 500  DN 10 to 600

DN 450 were recently added to EN 1092-1

Seal surface

Gasket shape

DIN 2526  EN 1092-1
Shape B  Shape A

Surface

Machining  Ra (µm)  Rz (µm)
rotated  min. 3,25 / max. 12,5  min. 12,5/ max. 50
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