
short name: BF.64*blind flange PN 63/64

DIN 2527/E

EN 1092-1/B Type 05

technical product sheet

DN D b k d4 f d2 M kg Art.-Nr.

50 180 26 135 102 3 22    4 x M20 4,671 BF-050-064

65 205 26 160 122 3 22    8 x M20 5,944 BF-065-064

80 215 28 170 138 3 22    8 x M20 7,184 BF-080-064

100 250 30 200 162 3 26    8 x M24 10,100 BF-100-064

125 295 34 240 188 3 30    8 x M27 16,100 BF-125-064

150 345 36 280 218 3 33    8 x M30 23,500 BF-150-064

200 415 42 345 285 3 36    12x M33 39,700 BF-200-064

250 470 46 400 345 3 36    12x M33 56,700 BF-250-064

available material: ask

Flanges › blind flanges › DIN / EN › more pressure ranges › PN 63/64
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Blind flange according to DIN 2527 PN 64 and EN 1092-1 PN 63

(Dimensions for DN < 50 see PN 100)

Seal surface with sealing face

Machining  Ra (µm)  Rz (µm)
rotated  min. 0,8 / max. 3,2  min. 3,2/ max. 12,5

Comparison of the designations according to the old DIN standard and the new EN 1092-1:

DIN 2526  EN 1092-1
Shape E  Shape B2
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