
short name: RO.GL*dairy tube

DIN 11850/ DIN EN 10357

technical product sheet

Typ DN Serie D s Ausf kg Art.-Nr.

CC matt 10 Serie A 13,0 1,5 ungeglüht 0,451 RO-013-0G0

CC matt 10 Serie B 12,0 1,0 ungeglüht 0,275 RO-012-0GA

CC matt 15 Serie A 19,0 1,5 ungeglüht 0,659 RO-019-0G0

CC matt 15 Serie B 18,0 1,0 ungeglüht 0,426 RO-018-0GA

CC matt 20 Serie A 23,0 1,5 ungeglüht 0,833 RO-023-0G0

CC matt 20 Serie B 22,0 1,0 ungeglüht 0,526 RO-022-0GA

CC matt 25 Serie A 29,0 1,5 ungeglüht 1,036 RO-029-0G0

CC matt 25 Serie B 28,0 1,0 ungeglüht 0,676 RO-028-0GA

CC matt 32 Serie A 35,0 1,5 ungeglüht 1,300 RO-035-0G0

CC matt 32 Serie B 34,0 1,0 ungeglüht 0,826 RO-034-0GA

CC matt 40 Serie A 41,0 1,5 ungeglüht 1,484 RO-041-0G0

CC matt 40 Serie B 40,0 1,0 ungeglüht 0,977 RO-040-0GA

CC matt 40 Serie B 40,0 1,5 ungeglüht 1,446 RO-040-0G0

CC matt 50 Serie A 53,0 1,5 ungeglüht 1,941 RO-053-0G0

CC matt 50 Serie B 52,0 1,0 ungeglüht 1,277 RO-052-0GA

CC matt 65 Serie A 70,0 2,0 ungeglüht 3,405 RO-070-0G0

CC matt 80 Serie A 85,0 2,0 ungeglüht 4,156 RO-085-0G0

CC matt 100 Serie A 104,0 2,0 ungeglüht 5,108 RO-104-0G0

CC matt 125 Serie A 129,0 2,0 ungeglüht 6,360 RO-129-0G0

CC matt 150 Serie A 154,0 2,0 ungeglüht 7,612 RO-154-0G0

CC matt 200 Serie A 204,0 2,0 ungeglüht 10,120 RO-204-0G0

BC matt 10 Serie A 13,0 1,5 geglüht 0,432 RO-013-GG0

BC matt 10 Serie B 12,0 1,0 geglüht 0,275 RO-012-GGA

BC matt 15 Serie A 19,0 1,5 geglüht 0,659 RO-019-GG0

BC matt 15 Serie B 18,0 1,0 geglüht 0,426 RO-018-GGA

BC matt 20 Serie A 23,0 1,5 geglüht 0,833 RO-023-GG0

BC matt 20 Serie B 22,0 1,0 geglüht 0,526 RO-022-GGA

BC matt 25 Serie A 29,0 1,5 geglüht 1,036 RO-029-GG0

BC matt 25 Serie B 28,0 1,0 geglüht 0,676 RO-028-GGA

BC matt 32 Serie A 35,0 1,5 geglüht 1,258 RO-035-GG0

BC matt 32 Serie B 34,0 1,0 geglüht 8,826 RO-034-GGA

BC matt 40 Serie A 41,0 1,5 geglüht 1,484 RO-041-GG0

BC matt 40 Serie B 40,0 1,0 geglüht 0,977 RO-040-GGA

BC matt 50 Serie A 53,0 1,5 geglüht 1,934 RO-053-GG0

BC matt 50 Serie B 52,0 1,0 geglüht 1,277 RO-052-GGA

BC matt 65 Serie A 70,0 2,0 geglüht 3,420 RO-070-GG0
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Typ DN Serie D s Ausf kg Art.-Nr.

BC matt 80 Serie A 85,0 2,0 geglüht 4,157 RO-085-GG0

BC matt 100 Serie A 104,0 2,0 geglüht 5,108 RO-104-GG0

BC matt 125 Serie A 129,0 2,0 geglüht 6,360 RO-129-GG0

BC matt 150 Serie A 154,0 2,0 geglüht 7,612 RO-154-GG0

CD (K400) 10 Serie A 13,0 1,5 ungeglüht 0,432 GR-013-0G0

CD (K400) 15 Serie A 19,0 1,5 ungeglüht 0,659 GR-019-0G0

CD (K400) 15 Serie B 18,0 1,0 ungeglüht 0,426 GR-018-0GA

CD (K400) 20 Serie A 23,0 1,5 ungeglüht 0,808 GR-023-0G0

CD (K400) 20 Serie B 22,0 1,0 ungeglüht 0,526 GR-022-0GA

CD (K400) 25 Serie A 29,0 1,5 ungeglüht 1,036 GR-029-0G0

CD (K400) 25 Serie B 28,0 1,0 ungeglüht 0,676 GR-028-0GA

CD (K400) 32 Serie A 35,0 1,5 ungeglüht 1,258 GR-035-0G0

CD (K400) 32 Serie B 34,0 1,0 ungeglüht 0,826 GR-034-0GA

CD (K400) 40 Serie A 41,0 1,5 ungeglüht 1,903 GR-041-0G0

CD (K400) 40 Serie B 40,0 1,0 ungeglüht 1,133 GR-040-0GA

CD (K400) 50 Serie A 53,0 1,5 ungeglüht 1,941 GR-053-0G0

CD (K400) 50 Serie B 52,0 1,0 ungeglüht 1,277 GR-052-0GA

CD (K400) 65 Serie A 70,0 2,0 ungeglüht 3,405 GR-070-0G0

CD (K400) 80 Serie A 85,0 2,0 ungeglüht 4,156 GR-085-0G0

CD (K400) 100 Serie A 104,0 2,0 ungeglüht 5,333 GR-104-0G0

CD (K400) 125 Serie A 129,0 2,0 ungeglüht 6,360 GR-129-0G0

CD (K400) 150 Serie A 154,0 2,0 ungeglüht 7,612 GR-154-0G0

CD (K400) 200 Serie A 204,0 2,0 ungeglüht 10,120 GR-204-0G0

BD (K400) 10 Serie A 13,0 1,5 geglüht 0,432 GR-013-GG0

BD (K400) 15 Serie A 19,0 1,5 geglüht 0,659 GR-019-GG0

BD (K400) 25 Serie A 29,0 1,5 geglüht 1,036 GR-029-GG0

BD (K400) 32 Serie A 35,0 1,5 geglüht 1,258 GR-035-GG0

BD (K400) 40 Serie A 41,0 1,5 geglüht 1,903 GR-041-GG0

BD (K400) 50 Serie A 53,0 1,5 geglüht 1,934 GR-053-GG0

available material: 1.4404

Installation supplies › tubes › round › welded › dairy tubes
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DIN EN 10357

Longitudinal seam-welded Pipes for the Food- and Chemical Industry

CC

Requirements Version
Type of design Made of cold rolled stainless steel, welded seam

Heat Treatment No heat treatment

Inner Surface Ra < 0,8 µm

Inner welded seam Ra < 1,6 µm

Inner and outer surface Pickled and passivated

CD

Requirements Version
Type of design Made of cold rolled stainless steel, welded seam

Heat Treatment No heat treatment

Inner Surface Ra < 0,8 µm

Inner welded seam Ra < 1,6 µm

Inner Surface Pickled and passivated

Outer Surface Ground < Ra 1,0 µm

BC

Requirements Version
Type of design Made of cold rolled stainless steel, welded seam

Heat Treatment Heat Treated

Inner surface Ra < 0,8 µm

Inner welded seam Ra < 1,6 µm

Inner and outer surface Pickled or brightly annealed

BD

Requirements Version
Type of design Made of cold rolled stainless steel, welded seam

Heat Treatment Heat Treated

Inner Surface Ra < 0,8 µm

Inner Welded Seam Ra < 1,6 µm

Inner Surface Pickled or brightly annealed

Outer Surface Ground Ra < 1,0 µm
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