
short name: BOE*welding collar PN 10

DIN 2642

technical product sheet

d1 s1 s2 h D Reihe Art.-Nr.

13,0 1,5 2,5 7 40 11852 BÖ-013-015

17,2 1,8 2,0 7 40 ISO BÖ-017-018

18,0 1,5 2,0 8 45 Metric BÖ-018-015

20,0 2,0 2,5 9 45 DIN BÖ-020-020

21,3 2,0 2,5 9 45 ISO BÖ-021-020

21,3 2,6 3,5 9 45 ISO BÖ-021-026

22,0 1,5 2,0 10 58 11852 BÖ-022-015

23,0 1,5 2,0 10 58 Metric BÖ-023-015

25,0 2,0 2,5 10 58 DIN BÖ-025-020

26,9 2,0 2,5 11 58 ISO BÖ-026-020

26,9 2,6 3,5 12 58 ISO BÖ-026-026

28,0 1,5 2,0 11 68 Metric BÖ-028-015

29,0 1,5 2,0 11 68 11852 BÖ-029-015

29,0 1,5 2,0 13 68 11852 BÖ-029-015

30,0 2,0 2,5 11 68 DIN BÖ-030-020

33,7 2,0 2,5 12 68 ISO BÖ-033-020

33,7 2,6 3,5 12 68 ISO BÖ-033-026

34,0 1,5 2,0 11 78 11852 BÖ-034-015

35,0 1,5 2,0 11 78 Metric BÖ-035-015

38,0 2,0 2,5 13 78 DIN BÖ-038-020

40,0 1,5 2,0 16 88 11852 BÖ-040-015

40,0 2,0 2,5 13 88 11852 BÖ-040-020

41,0 1,5 2,0 16 88 11852 BÖ-041-015

42,4 2,0 2,5 14 78 ISO BÖ-042-020

42,4 2,6 3,5 14 78 ISO BÖ-042-026

42,4 3,0 4,0 14 78 ISO BÖ-042-030

43,0 1,5 2,0 16 88 Metric BÖ-043-015

44,5 2,0 3,0 16 88 DIN BÖ-044-020

48,3 2,0 2,5 16 88 ISO BÖ-048-020

48,3 2,6 3,5 16 88 ISO BÖ-048-026

48,3 3,0 4,0 16 88 ISO BÖ-048-030

52,0 1,5 2,0 17 102 11852 BÖ-052-015

53,0 1,5 2,0 17 102 11852 BÖ-053-015

54,0 2,0 2,5 17 102 Metric BÖ-054-020

57,0 2,0 2,5 20 102 DIN BÖ-057-020

57,0 3,0 4,0 20 102 DIN BÖ-057-030
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60,3 2,0 2,5 20 102 ISO BÖ-060-020

60,3 2,6 3,5 21 102 ISO BÖ-060-026

60,3 3,0 4,0 21 102 ISO BÖ-060-030

69,0 2,0 2,5 22 122 Metric BÖ-069-020

70,0 2,0 2,5 22 122 11852 BÖ-070-020

76,1 2,0 2,5 23 122 ISO BÖ-076-020

76,1 2,6 3,5 23 122 ISO BÖ-076-026

76,1 3,0 4,0 24 122 ISO BÖ-076-030

84,0 2,0 2,5 22 140 Metric BÖ-084-020

85,0 2,0 2,5 21 140 11852 BÖ-085-020

88,9 2,0 2,5 23 140 ISO BÖ-088-020

88,9 2,6 3,5 24 140 ISO BÖ-088-026

88,9 3,0 4,0 24 140 ISO BÖ-088-030

101,6 2,0 2,5 28 160 ASME BÖ-101-020

101,6 3,0 4,0 28 160 ASME BÖ-101-030

104,0 2,0 2,5 26 158 Metric BÖ-104-020

106,0 3,0 4,0 26 158 Metric BÖ-106-030

108,0 2,0 2,5 27 158 DIN BÖ-108-020

108,0 2,6 3,0 27 158 DIN BÖ-108-026

108,0 3,0 4,0 29 158 DIN BÖ-108-030

114,3 2,0 2,5 29 158 ISO BÖ-114-020

114,3 2,6 3,5 29 158 ISO BÖ-114-026

114,3 3,2 4,0 29 158 ISO BÖ-114-032

129,0 2,0 2,5 28 188 Metric BÖ-129-020

133,0 2,0 2,5 29 188 DIN BÖ-133-020

133,0 3,0 3,0 31 188 DIN BÖ-133-030

133,0 3,0 4,0 31 188 DIN BÖ-133-030

139,7 2,0 2,5 29 188 ISO BÖ-139-020

139,7 2,6 3,0 31 188 ISO BÖ-139-026

139,7 3,0 3,5 31 188 ISO BÖ-139-030

139,7 3,2 4,0 32 188 ISO BÖ-139-032

154,0 2,0 2,5 29 212 Metric BÖ-154-020

155,0 2,5 3,0 30 212 Metric BÖ-155-025

156,0 3,0 4,0 30 212 Metric BÖ-156-030

159,0 2,0 2,5 31 212 DIN BÖ-159-020

159,0 3,0 4,0 31 212 DIN BÖ-159-030

159,0 4,5 5,0 31 212 DIN BÖ-159-045

168,3 2,0 2,5 30 212 ISO BÖ-168-020

168,3 2,6 3,0 30 212 ISO BÖ-168-026

168,3 3,0 3,5 30 212 ISO BÖ-168-030

168,3 3,2 4,0 30 212 ISO BÖ-168-032

168,3 3,6 4,5 30 212 ISO BÖ-168-036

168,3 4,0 5,0 30 212 ISO BÖ-168-040

193,7 3,2 4,0 30 245 ISO BÖ-193-032

204,0 2,0 2,5 25 268 Metric BÖ-204-020

205,0 2,5 3,0 25 268 Metric BÖ-205-025

206,0 3,0 3,0 27 268 Metric BÖ-206-030

219,1 2,0 2,5 30 268 ISO BÖ-219-020

219,1 2,6 3,0 30 268 ISO BÖ-219-026

219,1 2,9 3,5 30 268 ISO BÖ-219-029

219,1 3,0 3,5 30 268 ISO BÖ-219-030

219,1 3,2 4,0 30 268 ISO BÖ-219-032

219,1 4,0 5,0 30 268 ISO BÖ-219-040

254,0 2,0 2,5 28 320 Metric BÖ-254-020

255,0 2,5 3,0 26 320 Metric BÖ-255-025

256,0 3,0 3,0 26 320 Metric BÖ-256-030

256,0 3,0 4,0 26 320 Metric BÖ-256-030

258,0 4,0 4,0 26 320 Metric BÖ-258-040
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267,0 3,0 3,0 30 320 DIN BÖ-267-030

273,0 3,0 3,0 30 320 ISO BÖ-273-030

273,0 4,0 4,0 30 320 ISO BÖ-273-040

273,0 4,6 5,0 30 320 ISO BÖ-273-046

304,0 2,0 2,5 35 370 Metric BÖ-304-020

305,0 2,5 2,5 35 370 Metric BÖ-305-025

306,0 3,0 3,0 35 370 Metric BÖ-306-030

308,0 4,0 4,0 35 370 Metric BÖ-308-040

323,9 3,0 3,0 32 370 ISO BÖ-323-030

323,9 4,0 4,0 32 370 ISO BÖ-323-040

323,9 5,0 5,0 30 370 ISO BÖ-323-050

355,6 3,0 3,0 35 430 ISO BÖ-355-030

355,6 4,0 4,0 35 430 ISO BÖ-355-040

355,6 5,0 5,0 35 430 ISO BÖ-355-050

356,0 3,0 3,0 35 430 Metric BÖ-356-030

358,0 4,0 4,0 35 430 Metric BÖ-358-040

406,4 3,0 3,0 38 482 ISO BÖ-406-030

406,4 4,0 4,0 38 482 ISO BÖ-406-040

406,4 5,0 5,0 38 482 ISO BÖ-406-050

408,0 4,0 4,0 40 482 Metric BÖ-408-040

419,1 3,0 3,0 40 482 DIN BÖ-419-030

456,0 3,0 3,0 45 532 Metric BÖ-456-030

457,0 5,0 5,0 45 535 ISO BÖ-457-050

457,2 3,0 3,0 45 535 ISO BÖ-457-030

457,2 4,0 4,0 45 535 ISO BÖ-457-040

457,2 5,0 5,0 45 535 ISO BÖ-457-050

458,0 4,0 4,0 45 532 Metric BÖ-458-040

506,0 3,0 3,0 45 585 Metric BÖ-506-030

508,0 3,0 3,0 45 585 ISO BÖ-508-030

508,0 4,0 4,0 45 585 ISO BÖ-508-040

508,0 5,0 5,0 45 585 ISO BÖ-508-050

606,0 3,0 3,0 45 685 Metric BÖ-606-030

608,0 4,0 4,0 45 685 Metric BÖ-608-040

609,6 3,0 3,0 45 685 ISO BÖ-609-030

609,6 4,0 4,0 45 685 ISO BÖ-609-040

609,6 5,0 5,0 45 685 ISO BÖ-609-050

609,6 6,0 6,0 45 685 ISO BÖ-609-060

708,0 4,0 4,0 45 800 Metric BÖ-708-040

711,2 3,0 3,0 45 800 ISO BÖ-711-030

711,2 4,0 4,0 45 800 ISO BÖ-711-040

711,2 5,0 5,0 45 800 ISO BÖ-711-050

711,2 6,0 6,0 45 800 ISO BÖ-711-060

806,0 3,0 3,0 45 905 Metric BÖ-806-030

808,0 4,0 4,0 45 905 Metric BÖ-808-040

812,8 3,0 3,0 45 905 ISO BÖ-812-030

812,8 4,0 4,0 45 905 ISO BÖ-812-040

812,8 5,0 5,0 45 905 ISO BÖ-812-050

812,8 6,0 6,0 45 905 ISO BÖ-812-060

914,4 4,0 4,0 45 1005 ISO BÖ-914-040

914,4 5,0 5,0 45 1005 ISO BÖ-914-050

1016,0 4,0 4,0 45 1105 ISO BÖ-A16-040

1016,0 5,0 5,0 45 1105 ISO BÖ-A16-050

1016,0 6,0 6,0 45 1105 ISO BÖ-A16-060

available material: 1.4307, 1.4404, 1.4541, 1.4571

Butt welding fittings › collars › PN 10
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Version

to DN 400

- seamless

- cold formig made of sheet metal

- without Bevel

Tolerances DIN 2463 D2/ T3
Ø Welding end (D) +/1 % (mind. +/- 0,5 mm; max. +/- 3,0 mm)

Wall thickess (Collar dimension s1) min. -0,2 mm

Height (h) min. -1,0 mm

from DN 450

- Folded of sheet, rounded

- With a welding seam

- Matt pickled

- Tolerances DIN 2463 D2 / T3

- Smooth, perpendicular ends DIN 2559 - 1
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