
short name: NBB2*seamless bend 90° type 2D

(r=1,0xD), EN 10253-4/A

technical product sheet

D s r

21,3 2,0 17,5

21,3 2,6 17,5

21,3 3,2 17,5

26,9 2,3 25,0

26,9 2,6 25,0

26,9 3,2 25,0

33,7 2,0 25,0

33,7 2,6 25,0

33,7 3,2 25,0

33,7 3,6 25,0

42,4 2,0 32,0

42,4 2,6 32,0

42,4 4,0 32,0

48,3 2,0 38,0

48,3 2,6 38,0

48,3 3,2 38,0

48,3 3,6 38,0

48,3 4,0 38,0

48,3 5,0 38,0

60,0 2,0 51,0

60,3 2,6 51,0

60,3 2,9 51,0

60,3 3,6 51,0

60,3 4,0 51,0

60,3 4,5 51,0

60,3 5,0 51,0

60,3 5,6 51,0

76,1 2,0 63,0

76,1 2,9 63,0

76,1 3,6 63,0

76,1 4,5 63,0

76,1 5,0 63,0

88,9 3,2 76,0

88,9 5,6 76,0

114,3 3,2 102,0

114,3 3,6 102,0
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D s r

114,3 4,0 102,0

114,3 4,5 102,0

114,3 6,3 102,0

139,7 4,0 125,0

168,3 4,5 152,0

168,3 6,3 152,0

219,1 6,3 203,0

219,1 8,1 203,0

273,0 6,3 254,0

available material: 1.4541, 1.4571

Butt welding fittings › bends › seamless › type 2, r=1,0xD › 90°
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Seamless bend 90°

● DIN EN 10253 Part 4 (with specal test requirements)

● Type A (reduced utilisation factor)

● Type 2D ("short" bending radius; radius = approx.  1,0x inner pipe diameter)

● Material 1.4541 / 1.4571 and 1. 4462 / 1.4539 / 1.4841

● with inspection certificate  3.1

● AD2000-data sheet W2/W10; HP 7/3, HP 8/3; VDTÜV data sheet 1252

Tolerances

Description Limit deviations
[D] diameter -12,5% / +15%

[R] radius ≤ D 219,1 mm  ± 2,0 mm  / ≤ D 762 mm ± 5,0 mm

[T] wall thickness -12,5% / +15%

[X] squareness, axiality 1% of the oØ or 1 mm*

** the relevant higher value applies
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