
short name: RTNL*T-piece reduced, seamless

EN 10253-4/A (DIN 2615-S)

technical product sheet

D D2 s s2 L l h

26,9 21,3 2,3 2,0 58 29,0 29,0

26,9 21,3 4,0 4,0 58 29,0 29,0

33,7 21,3 2,0 1,6 76 38,0 38,0

33,7 21,3 2,6 2,0 76 38,0 38,0

33,7 21,3 4,0 4,0 76 38,0 38,0

33,7 21,3 4,5 4,0 76 38,0 38,0

33,7 26,9 2,6 2,3 76 38,0 38,0

33,7 26,9 3,2 2,3 76 38,0 38,0

33,7 26,9 4,0 4,0 76 38,0 38,0

42,4 21,3 2,6 2,0 96 48,0 48,0

42,4 21,3 3,6 3,2 96 48,0 48,0

42,4 26,9 2,6 2,3 96 48,0 48,0

42,4 26,9 3,6 2,9 96 48,0 48,0

42,4 26,9 3,6 3,2 96 48,0 48,0

42,4 33,7 2,6 2,6 96 48,0 48,0

48,3 21,3 2,6 2,0 114 57,0 57,0

48,3 26,9 2,6 2,3 114 57,0 57,0

48,3 26,9 4,0 3,2 114 57,0 57,0

48,3 26,9 5,0 4,0 114 57,0 57,0

48,3 33,7 2,6 2,6 114 57,0 57,0

48,3 33,7 5,0 4,5 114 57,0 57,0

48,3 42,4 2,6 2,6 114 57,0 57,0

48,3 42,4 5,0 4,0 114 57,0 57,0

60,3 21,3 2,0 1,6 128 64,0 42,0

60,3 21,3 2,9 2,0 128 64,0 42,0

60,3 26,9 2,9 2,3 128 64,0 44,0

60,3 33,7 2,0 2,0 128 64,0 51,0

60,3 33,7 2,9 2,6 128 64,0 51,0

60,3 33,7 5,6 4,5 128 64,0 51,0

60,3 42,4 2,9 2,6 128 64,0 57,0

60,3 42,4 4,5 3,6 128 64,0 57,0

60,3 42,4 5,6 4,0 128 64,0 57,0

60,3 48,3 2,9 2,6 128 64,0 60,0

60,3 48,3 4,5 4,0 128 64,0 60,0

60,3 48,3 5,6 5,0 128 64,0 60,0

76,1 33,7 2,9 2,6 152 76,0 57,0

created 11.03.2024 22:05 1/3



D D2 s s2 L l h

76,1 42,4 2,9 2,6 152 76,0 64,0

76,1 48,3 2,9 2,6 152 76,0 67,0

76,1 48,3 5,6 3,6 152 76,0 67,0

76,1 60,3 2,9 2,9 152 76,0 70,0

88,9 33,7 3,2 2,6 172 86,0 67,0

88,9 42,4 3,2 2,6 172 86,0 70,0

88,9 48,3 3,2 2,6 172 86,0 73,0

88,9 48,3 5,6 3,6 172 86,0 73,0

88,9 60,3 3,2 2,9 172 86,0 76,0

88,9 60,3 5,6 4,5 172 86,0 76,0

88,9 76,1 3,2 2,9 172 86,0 83,0

88,9 76,1 5,6 5,0 172 86,0 83,0

114,3 48,3 3,6 2,6 210 105,0 86,0

114,3 60,3 3,6 2,9 210 105,0 89,0

114,3 76,1 3,6 2,9 210 105,0 95,0

114,3 88,9 3,6 3,2 210 105,0 98,0

139,7 60,3 2,6 2,0 248 124,0 105,0

139,7 60,3 4,0 2,9 248 124,0 105,0

139,7 76,1 4,0 2,9 248 124,0 108,0

139,7 88,9 4,0 3,2 248 124,0 111,0

139,7 114,3 4,0 3,6 248 124,0 117,0

139,7 114,3 6,3 5,6 248 124,0 117,0

168,3 76,1 4,5 2,9 286 143,0 120,0

168,3 88,9 4,5 3,2 286 143,0 124,0

168,3 88,9 7,1 5,6 286 143,0 124,0

168,3 114,3 4,5 3,6 286 143,0 130,0

168,3 114,3 7,1 6,3 286 143,0 130,0

168,3 139,7 4,5 4,0 286 143,0 137,0

168,3 139,7 7,1 6,3 286 143,0 137,0

219,1 88,9 6,3 3,2 356 178,0 152,0

219,1 114,3 6,3 3,6 356 178,0 156,0

219,1 139,7 6,3 4,0 356 178,0 162,0

219,1 168,3 6,3 4,5 356 178,0 168,0

219,1 168,3 8,0 7,1 356 178,0 168,0

273,0 114,3 6,3 3,6 432 216,0 184,0

273,0 168,3 6,3 4,5 432 216,0 194,0

273,0 219,1 6,3 6,3 432 216,0 203,0

323,9 168,3 7,1 4,5 508 254,0 219,0

323,9 219,1 7,1 6,3 508 254,0 229,0

323,9 273,0 7,1 6,3 508 254,0 241,0

available material: 1.4541, 1.4571

Butt welding fittings › T- X- Y- pieces › seamless, reduced
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T-piece with reduced branch

EN 10253-4 (old DIN 2615)

Version
Type A (Identical wall thickness on the welded end and shaped piece body)

S (seamless) -  from seamless tube

cold reshaped (pressed or drawn)

solution annealed

pickled surface

material: 1.4541, 1.4571

Certificate acc. to EN 10204/3.1

AD 2000 W2/W10, VDTÜV 1252

Tolerances

Limit deviations for wall thickness [s]
-12 % / +15 %

Limit deviations for diameter [D]
+/- 1,0 % oder +/- 0,5 mm, the relevant higher value applies  (EN tolerance class D2)

Limit deviations for dimensions [l]
≤ 219,1 = ± 2 mm

≤ 406,4 = ± 5 mm

Limit deviations for shaped piece geometry [X]
X = 1 % of the outside-Ø or 1 mm, the higher value applies
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