Mheco

sheet, cold rolled

technical product sheet
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short name: BL2*

Art.-Nr.
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Installation supplies > sheets > cold rolled
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Mheco

Stainless steel sheet metal , cold-rolled
similar to DIN EN 10088-2

Standard dimension

Format Length Width

small 2000 mm 1000 mm

medium 2500 mm 1250 mm

large 3000 mm 1500 mm

super 6000 mm 2000 mm

Code

new old Type of design

2D IIIb heat-treated

2B IIIc -"- , pickled, cold temper-rolled
2R IIId bright annealed

2E h heat-treated, mech. descaled
2D

Surface quality: smooth
Version for good formability, but not as smooth as 2 B or 2 R

2B

Surface quality: smoother than 2 D

Most common version used for most types of steel to ensure good corrosion resistance, smoothness,

and evenness. Normal version available for further processing. Can also be temper-rolled by straightening.

2R
Surface quality: smooth, bare, reflecting
Smoother and shinier than 2 B. Normal version also for processing

2E
Surface quality: non-scaling or smooth, brushed
Version for special materials (z.B. 1.4462, 1.4539, 1.4828, 1.4841)
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Panel weights

small format (2000 x 1000 mm)

thickness weight per panel

0,4 mm 6,4 kg
0,5 mm 8,0 kg
0,6 mm 9,6 kg
0,7 mm 11,2 kg
0,8 mm 12,8 kg
1,00 mm 16,0 kg
1,25 mm 20,0 kg
1,50 mm 24 kg
1,75 mm 28 kg
2,00 mm 32 kg
2,50 mm 40 kg
3,00 mm 48 kg
4 00 mm 64 kg
5,00 mm 80 kg

medium format (2500 x 1250 mm)

thickness weight per panel

0,4 mm 10 kg
0,5 mm 12,5 kg
0,6 mm 15 kg
0,7 mm 17,5 kg
0,8 mm 20 kg
1,00 mm 25 kg
1,25 mm 31,3 kg
1,50 mm 37,5 kg
1,75 mm 43,8 kg
2,00 mm 50 kg
2,50 mm 62,5 kg
3,00 mm 75 kg
4 00 mm 100 kg
5,00 mm 125 kg

large size (3000 x 1500 mm)

thickness weight per panel

0,4 mm 14,4 kg
0,5 mm 18,0 kg
0,6 mm 21,6 kg
0,7 mm 25,2 kg
0,8 mm 28,8 kg
1,00 mm 36,0 kg
1,25 mm 45,0 kg
1,50 mm 54,0 kg
1,75 mm 63,0 kg
2,00 mm 72,0 kg
2,50 mm 90,0 kg
3,00 mm 108 kg
4 00 mm 144 kg
5,00 mm 180 kg
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