
short name: HB.*Y-bend, welded

made from two bends 90°

type 3D

technical product sheet

D s r l kg Art.-Nr.

26,9 2,0 29,0 29 0,080 HB-026-020

33,7 2,0 38,0 38 0,133 HB-033-020

42,4 2,0 48,0 48 0,250 HB-042-020

42,4 2,6 48,0 48 0,290 HB-042-026

48,3 2,0 57,0 57 0,300 HB-048-020

48,3 2,6 57,0 57 0,482 HB-048-026

51,0 2,0 67,0 67 0,375 HB-051-020

54,0 2,0 70,0 70 0,404 HB-054-020

60,3 2,0 76,0 76 0,546 HB-060-020

60,3 2,6 76,0 76 0,630 HB-060-026

60,3 2,9 76,0 76 0,710 HB-060-029

60,3 3,6 76,0 76 0,842 HB-060-036

70,0 2,0 92,0 92 0,740 HB-070-020

76,1 2,0 95,0 95 0,850 HB-076-020

76,1 2,6 95,0 95 1,056 HB-076-026

76,1 2,9 95,0 95 1,142 HB-076-029

84,0 2,0 105,0 105 0,968 HB-084-R20

84,0 2,0 123,0 123 1,200 HB-084-O20

88,9 2,0 115,0 115 1,280 HB-088-020

88,9 2,6 115,0 115 1,641 HB-088-026

88,9 2,9 115,0 115 1,140 HB-088-029

88,9 3,2 115,0 115 1,731 HB-088-032

101,6 2,0 133,0 133 1,450 HB-101-020

104,0 2,0 150,0 150 1,820 HB-104-020

108,0 3,0 143,0 143 2,665 HB-108-030

114,3 2,0 153,0 153 1,980 HB-114-020

114,3 2,6 153,0 153 2,560 HB-114-026

114,3 2,9 153,0 153 3,600 HB-114-029

114,3 3,6 153,0 153 3,800 HB-114-036

129,0 2,0 188,0 188 3,020 HB-129-020

139,7 2,0 191,0 191 3,190 HB-139-020

139,7 2,6 191,0 191 4,091 HB-139-026

139,7 3,0 191,0 191 4,590 HB-139-030

154,0 2,0 225,0 225 4,089 HB-154-020

159,0 3,0 216,0 216 4,800 HB-159-030

168,3 2,0 228,0 228 4,800 HB-168-020
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D s r l kg Art.-Nr.

168,3 2,6 228,0 228 6,593 HB-168-026

168,3 3,0 228,0 228 6,617 HB-168-030

204,0 2,0 300,0 300 6,960 HB-204-020

219,1 2,0 305,0 305 7,685 HB-219-020

219,1 2,6 305,0 305 10,000 HB-219-026

219,1 3,0 305,0 305 11,598 HB-219-030

219,1 4,0 305,0 305 0,000 HB-219-040

254,0 2,0 375,0 375 12,341 HB-254-020

273,0 3,0 381,0 381 19,000 HB-273-030

323,9 3,0 457,0 457 28,000 HB-323-030

355,0 4,0 534,0 534 0,000 HB-355-040

355,6 3,0 534,0 534 0,000 HB-355-030

406,4 3,0 610,0 610 47,000 HB-406-030

406,4 4,0 610,0 610 60,000 HB-406-040

508,0 4,0 762,0 762 0,000 HB-508-040

available material: 1.4307, 1.4541, 1.4571

Butt welding fittings › T- and Y-bends › Y-bends › 90°
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Y-Bend/ Y- and T-bends

with welding ends

Version
2 90° pipe elbows type 3 (r=1,5xD) sawn

welded under inert gas

pickled in dipping bath

material: 1.4307/304L  -  1.4571  -  1.4404/316L

certificate primary material acc. to EN 10204/3.1

from in-house production
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