
short name: 425*reduced T-piece, grooved

>victaulic system<

(Original Groove System)

technical product sheet

Typ D D2 s s2 Ausf C-E h Nr.

Rollnut 33,7 26,9 2,0 2,0 Dünnwand 57 57 425D

Rollnut 42,4 26,9 2,0 2,0 Dünnwand 70 70 425D

Rollnut 48,3 26,9 2,0 2,0 Dünnwand 70 70 425D

Rollnut 60,3 26,9 2,0 2,0 Dünnwand 83 83 425D

Rollnut 60,3 33,7 2,0 2,0 Dünnwand 83 83 425D

Rollnut 76,1 48,3 2,0 2,0 Dünnwand 76 76 425D

Rollnut 76,1 60,3 2,0 2,0 Dünnwand 76 76 425D

Rollnut 88,9 60,3 2,0 2,0 Dünnwand 86 83 425D

Rollnut 88,9 76,1 2,0 2,0 Dünnwand 86 83 425D

Rollnut 114,3 60,3 2,0 2,0 Dünnwand 105 95 425D

Rollnut 114,3 76,1 2,0 2,0 Dünnwand 105 95 425D

Rollnut 114,3 88,9 2,0 2,0 Dünnwand 105 95 425D

Rollnut 139,7 114,3 2,6 2,0 Dünnwand 124 117 425D

Rollnut 168,3 114,3 3,0 2,0 Dünnwand 143 122 425D

Rollnut 168,3 114,3 3,4 3,0 Sched. 10S 150 130 425

Rollnut 219,1 168,3 3,0 3,0 Dünnwand 218 203 425D

Rollnut 273,0 219,1 4,0 3,0 Dünnwand 216 203 425D
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Red.-T-piece made of stainless steel, all outputs grooved

Victaulic No. 25

The system is designed for standard pipes with roller grooves or milled grooves and for

thin-walled pipes with roller grooves.

The roller grooves are not produced by removing material. The groove is cold-formed by

an upper roller that is driven into the pipe while being driven by a bottom roller driven into

the pipe. The rolled groove has round edges that reduces the potential motion of the ends

of the pipe (due to expansion, contraction, and bending) to one half of the value specified

for a milled groove.

directly matured version on request
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