
short name: GK.*bend 90° M/M

technical product sheet

R D L s Fabrikat kg Art.-Nr.

    1/8" 10,2 50 2,0 Haitima 0,033 GK-018-000

    1/4" 13,5 66 2,6 TGGL 0,089 GK-014-000

    1/4" 13,5 70 2,6 TGGL 0,089 GK-014-000

    3/8" 17,2 79 3,2 BMP 0,090 GK-038-000

    3/8" 17,2 83 3,2 Valve-tek 0,090 GK-038-000

    1/2" 21,3 99 3,2 TGGL 0,260 GK-012-000

    3/4" 26,9 104 3,2 v-tek 0,311 GK-034-000

    3/4" 26,9 116 3,2 Valve-tek 0,311 GK-034-000

    3/4" 26,9 125 3,2 BMP 0,311 GK-034-000

    1" 33,7 148 3,6 TGGL 0,716 GK-100-000

    1 1/4" 42,4 150 4,0 TGGL 0,697 GK-114-000

    1 1/4" 42,4 180 4,0 KI 0,697 GK-114-000

    1 1/2" 48,3 215 4,0 TGGL 1,470 GK-112-000

    2" 60,3 250 4,5 TGGL 2,312 GK-200-000

    2" 60,3 280 4,5 TGGL 2,312 GK-200-000

available material: V4A

Threaded fittings › fittings › PN 10 (ECO-Line) › elbows / bends › bends
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Bend 90°

outer thread on both sides

Version
similar to DIN EN 10241:2000 (old DIN 2983)

stainless steel AISI 316 / 316L

pressure level PN 20

thread DIN EN 10226-1:2004 (old DIN 2999) or ISO 7-1 (connections sealing in the thread)

tapered outer thread, code R
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