Mheco

non-return valve, PN 40

with threaded ends
angle seat design

technical product sheet

DN

8

10
15
20
25
32
40
50
65

available material: V4A

€

1/4"
3/8"
1/2"
3/4"
1"
11/4"
11/2"
2
2.1/2"

\Q
SN
L h d
66,0 34 11,6
66,0 34 12,5
66,0 34 12,5
76,0 45 18,0
90,0 57 23,5
111,0 64 31,4
121,0 76 35,7
151,0 87 45,5
170,0 110 65,0

QA
L]

SW

27
27
27
32
41
50
56
70

Industrial valves > non-return valves > non-return valves > angle seat design
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Cv
7,7
7,7
7,7

18,9
32,9
55,9
75,1
136,5

kg
0,302
0,273
0,240
0,380
0,725
1,273
1,695
2,784
0,000

short name: RV.*

Art.-Nr.

RV-014-000
RV-038-000
RV-012-000
RV-034-000
RV-100-000
RV-114-000
RV-112-000
RV-200-000
RV-212-000
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Mheco

PARTS LIST
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Part name
Housing
Cover

Gate valve
Spring

Seal disk
Housing seal
Washer
Stop-nut

Opening pressure 0,1 - 0,3 bar

Druck-Temperatur-Diagramm
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Material
V4A

VAA

V4A

VAA
PTFE
PTFE
VAA

VAA

als 3D-Modell verfigbar
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