
short name: HT.A45*orbital welding bend 45°

DIN 11865 BL series A

technical product sheet

DN D s r L kg Art.-Nr.

10 13,0 1,5 26,0 25,0 0,031 OR45-013X15-HT

15 19,0 1,5 35,0 25,0 0,045 OR45-019X15-HT

20 23,0 1,5 40,0 25,0 0,062 OR45-023X15-HT

25 29,0 1,5 50,0 40,0 0,120 OR45-029X15-HT

32 35,0 1,5 55,0 40,0 0,147 OR45-035X15-HT

40 41,0 1,5 60,0 40,0 0,185 OR45-041X15-HT

50 53,0 1,5 70,0 40,0 0,266 OR45-053X15-HT

65 70,0 2,0 80,0 40,0 0,486 OR45-070X20-HT

80 85,0 2,0 90,0 55,0 0,752 OR45-085X20-HT

100 104,0 2,0 100,0 55,0 0,965 OR45-104X20-HT

125 129,0 2,0 187,5 82,5 1,990 OR45-129X20-HT

available material: ask

Butt welding fittings › orbital fittings › bends › DIN 11865 - HT › series A › 45°
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HT-bend

for highest demands and requirements

Application

Research, science and industry for sterile and aseptic process engineering.

> Aseptic and sterile technology

> Chemical and pharmaceutical industry

> Cosmetics industry

> Pure gas and semiconductor technology

> Biotechnology and genetic engineering

Version

> Ends machined for orbit welding

> For the use of pig cleaning systems

> Heat-treated (solution annealing), iron-free

Specification

> Material 1.4435 with AD200-W2 approval

> Made of DIN 11866 - Series A tube

> Cold-formed, not heat-treated

> DF 3 (delta ferrite class)

> w (made of welded tubes)

optional:

> H = cold-formed and heat-treated

> s = made of seamless tube
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Ovality

The amount of narrowing near the bend (measured at a 45° angle) is:

O-Ø (in mm) %
≤ 19,05 max. 3,0

≤ 26,90 max. 2,0

≥ 29,00 max. 1,5
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