
zkratka označení: ORL.*kul. kohout k orbit. navařeni

PN 63, normální otvor

s pneumatickým pohonem

tvrdý anodizovaný hliník

technický list výrobku

Bauart DN Zoll Modell MV E-Box Port d1 s d L L2 H Art.-Nr.

SR 10 3/8" RE051  24V Dinduktiv 1/4" 13,0 1,5 10 ORLF-13-DC-I

SR 10 3/8" RE051 ohne ohne 1/8" 13,0 1,5 10 121 138 167 ORLF-13-00-0

SR 16 1/2" RE064  24V Dinduktiv 1/4" 19,0 1,5 16 ORLF-19-DC-I

SR 16 1/2" RE064 ohneinduktiv 1/4" 19,0 1,5 16 124 155 184 ORLF-19-00-I

SR 16 1/2" RE064 ohne ohne 1/4" 19,0 1,5 16 124 155 184 ORLF-19-00-0

SR 20 3/4" RE076  24V Dinduktiv 1/4" 23,0 1,5 ORLF-23-DC-I

SR 20 3/4" RE076 ohnemechanis 1/4" 23,0 1,5 20 128 203 205 ORLF-23-00-M

SR 20 3/4" RE076 ohne ohne 1/4" 23,0 1,5 20 128 203 205 ORLF-23-00-0

SR 26 1" RE086  24V Dinduktiv 1/4" 29,0 1,5 ORLF-29-DC-I

SR 26 1" RE086 ohneinduktiv 1/4" 29,0 1,5 26 138 203 210 ORLF-29-00-I

SR 26 1" RE086 ohne ohne 1/4" 29,0 1,5 26 138 203 210 ORLF-29-00-0

SR 32 1 1/4" RE086  24V Dinduktiv 1/4" 35,0 1,5 ORLF-35-DC-I

SR 32 1 1/4" RE086 ohnemechanis 1/4" 35,0 1,5 32 144 203 215 ORLF-35-00-M

SR 32 1 1/4" RE086 ohne ohne 1/4" 35,0 1,5 32 144 203 215 ORLF-35-00-0

SR 38 1 1/2" RE101  24V Dinduktiv 1/4" 41,0 1,5 ORLF-41-DC-I

SR 38 1 1/2" RE101  24V Dmechanis 1/4" 41,0 1,5 38 163 203 221 ORLF-41-DC-M

SR 38 1 1/2" RE101 ohneinduktiv 1/4" 41,0 1,5 38 163 203 221 ORLF-41-00-I

SR 38 1 1/2" RE101 ohnemechanis 1/4" 41,0 1,5 38 163 203 221 ORLF-41-00-M

SR 38 1 1/2" RE101 ohne ohne 1/4" 41,0 1,5 38 163 203 221 ORLF-41-00-0

SR 50 2" RE101  24V Dinduktiv 1/4" 53,0 1,5 ORLF-53-DC-I

SR 50 2" RE101  24V Dmechanis 1/4" 53,0 1,5 50 173 257 256 ORLF-53-DC-M

SR 50 2" RE101 ohneinduktiv 1/4" 53,0 1,5 50 173 257 256 ORLF-53-00-I

SR 50 2" RE101 ohnemechanis 1/4" 53,0 1,5 50 173 257 256 ORLF-53-00-M

SR 50 2" RE101 ohne ohne 1/4" 53,0 1,5 50 173 257 256 ORLF-53-00-0

DA 10 3/8" RE051 ohne ohne 1/8" 13,0 1,5 10 121 138 167 ORLL-13-00-0

DA 16 1/2" RE051 ohne ohne 1/8" 19,0 1,5 16 124 138 168 ORLL-19-00-0

DA 20 3/4" RE051 ohne ohne 1/8" 23,0 1,5 20 128 138 172 ORLL-23-00-0

DA 26 1" RE064 ohne ohne 1/4" 29,0 1,5 26 138 155 193 ORLL-29-00-0

DA 32 1 1/4" RE064 ohne ohne 1/4" 35,0 1,5 32 144 155 198 ORLL-35-00-0

DA 38 1 1/2" RE076 ohne ohne 1/4" 41,0 1,5 38 163 203 221 ORLL-41-00-0

DA 50 2" RE076 ohne ohne 1/4" 53,0 1,5 50 173 203 231 ORLL-53-00-0

dostupné jakosti: V4A

Armatury › kulové kohouty › s pohonem › pneumatické › orbitálně › DIN
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Bauart DN Zoll Modell MV E-Box Port d1 s d L L2 H Art.-Nr.

Úplný popis: kul. kohout k orbit. navařeni
PN 63, normální otvor
s pneumatickým pohonem
tvrdý anodizovaný hliník
teplotní rozsah: -20°C až +80°C
provedení pro kapaliny a lehká mazací média
s tlakem ovládacího vzduchu 6 bar.
(Viz prosím provozní příručka!)
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DA (double-acting)

double-action pneumatic actuator

(air opens/ closes)

SR (spring-return)

single-action pneumatic actuator

(air opens/ spring closes)

Technical data of the actuator

Designation  Properties
Temperature range  -20°C to +80°C

Supply  Dry or oiled, filtered compressed air

Housing  Aluminium ASTM 6063

End caps  Aluminium alloyed (EN AB 46100)

Piston  max. 8 bar (Aluminium alloyed EN AB 46100)

 optional up to 15 bar (Stainless steel)

Gear case  Steel, nickel-coated

Screws  Stainless steel AISI 304

Seal  NBR

Installed actuator models

InchDN single-action double-action
3/8"10 RE051SR RE051

1/2"16 RE064SR RE051

3/4"20 RE076SR RE051

1"26 RE076SR RE064

1 1/4"32 RE076SR RE064

1 1/2"38 RE076SR RE076

2"50 RE101SR RE076

>> further information

Please refer to all other information the data sheet of the respective actuator.
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Technical data of the valve

Designation  Properties
Housing  Stainless steel 1.4408 (CF8M)

Seat seal  PTFE

Shaft seal  PTFE

Stem packing seal  PTFE

Temperature range  -25°C to +180°C

Pressure range  PN 63

Connection  Orbital weld-on end

Connection dimension  acc. to DIN 11852

>> further information

Please refer to all other information the data sheet of the respective actuator.
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