Mheco

welding neck flange PN 6 short hame: FL.6%*
DIN 2631/C - EN 1092-1/B1

technical product sheet

15 21,3 80 12 55 30 40 2,0 11 4 x Mi1e 0,392 FL-021-006
20 26,9 90 14 65 32 50 2,3 11 4 x Mle 0,590 FL-026-006
25 33,7 100 14 75 35 60 2,6 11 4 x Mle 0,750 FL-033-006
32 42,4 120 14 90 35 70 2,6 14 4 x M12 0,000 FL-042-006
40 48,3 130 14 100 38 80 2,6 14 4 x M12 1,240 FL-048-006
50 60,3 140 14 110 38 90 2,9 14 4 x M12 1,410 FL-060-006
65 76,1 160 14 130 38 110 2,9 14 4 x M12 1,670 FL-076-006
80 88,9 190 16 150 42 128 3,2 18 4 x Mlé6 2,720 FL-088-006
100 114,3 210 16 170 45 148 3,6 18 4 x M16 3,240 FL-114-006
125 139,7 240 18 200 48 178 4,0 18 8 x M16 4,490 FL-139-006
150 168,3 265 18 225 48 202 4,5 18 8 x M16 5,290 FL-168-006
200 219,1 320 20 280 55 258 6,3 18 8 x M16 0,000 FL-219-006
300 323,9 440 22 395 62 365 7,1 22 12x M20 14,000 FL-323-006
350 355,6 490 22 445 62 415 7,1 22 12x M20 0,000 FL-355-006
600 610,0 755 30 705 70 670 7,1 26  20x M24 0,000 FL-610-006

available material: ask
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Welding neck flange PN 6 according to DIN 2631 and EN 1092-1 Type 11

Seal surface with sealing face

Nominal diameter Sealing face height[f]*

DN < 40 2,0 mm

DN 50 - 250 3,0 mm

DN 300 - 500 4,0 mm

DN 500 - 2000 5,0 mm

see Fig. 3/4

Machining Ra (pm) Rz (um)

rotated min. 3,25 / max. 12,5 min. 12,5/ max. 50

Comparison of the designations according to the old DIN standard and the new EN standard:

DIN 2526 EN 1092-1
Shape C Shape B1
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Comparison of dimension DIN 2631 and EN 1092-1

All dimensions identical up to DN 500.

For DN 600 the dimensions [b] deviate and for DN 700 the dimensions [h] deviate.
(Please specify if necessary! Otherwise we reserve the right to deliver the less expensive

or the available variant.)

Dimension [b] (Thickness of sheet)

DN DIN EN
600 24 30
700 24 30
800 24 30
900 26 34
1000 26 38
1200 28 42
All dimensions in mm
Dimension [h] (Mounting height)

DN DIN =\
700 70 76
800 70 76
900 70 78
1000 70 82
1200 90 104
All Dimensions in mm
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