
short name: K3ME.SS*ball valve butt weld, 3-piece

limit switch box

two mechanic microswitches

installed on SS mounting kit

technical product sheet

Typ DN Zoll d1 L W L2 H h h2

K3-DIN 25 1" 33,7 75 155 120 48 60 55

K3 32 1 1/4" 42,4 110 160 120 80 60 55

K3-DIN 32 1 1/4" 42,4 110 163 120 100 60 55

K3-DIN 50 2" 60,3 150 188 120 87 60 55

K3 50 2" 60,3 150 200 120 100 60 55

K3-DIN 80 3" 88,9 180 325 120 112 60 55

K3-DIN 100 4" 114,3 189 325 120 136 60 55

available material: ask

Industrial valves › ball valves › butt weld ends › with limit switch box › mechanic limit switches
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Technical data of the valve

Designation Properties Type: K3 Properties Type: K3DA
Housing Stainless steel 1.4408 (CF8M) Stainless steel 1.4408 (CF8M)

Ball Stainless steel 1.4408 (CF8M) Stainless steel 1.4408 (CF8M)

Ball seal PTFE RTFE

Shaft seal PTFE Peek - Viton - PTFE

Pressure range PN 63 PN 63

ISO-Top 5211 not direct actuator mounting direct actuator mounting

Mounting with bridge direct

>> further information

 Please refer to all other information in the section Industrial Fittings

Technical data of the limit switch box

Designation Properties
Housing Macrolon (PA)

Shaft Polyamide

Type of protection (DIN 40 050) IP65

Ambient temperature -40°C to +80°C

Cable entry Cable gland M20*

Cable cross section 8 - 13 mm*

Mounting acc. to VDE/VDI 3845 or NAMUR

* other sizes on request

>> further information

 Please refer to all other information in the section position sensor

Available placements:

• 2 mechanical microswitches

• inductive sensors 2-wire or 3-wire wiring

• pneumatic switch

• 2 mechanical microswitches with gold contacts

• magnetic valve connection (once or twice)

Comparison of types of protection acc. to DIN EN 60529:

IP 65: Housing is dustproof and protected against water jets

IP 67: Housing is dustproof and protected against strong water jets

IP 68: Housing is dustproof and protected against temporary submersion
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