
short name: TUMU*hose nozzle with female thread

according to ISO 228-1

technical product sheet

G L di SW Art.-Nr.

1/8" 39 6,3 15 TÜMU-018X06-I

1/4" 42 9,0 19 TÜMU-014X09-I

1/4" 46 6,3 19 TÜMU-014X06-I

3/8" 53 9,5 22 TÜMU-038X09-I

3/8" 53 11,0 22 TÜMU-038X11-I

1/2" 62 12,7 27 TÜMU-012X12-I

1/2" 62 14,0 27 TÜMU-012X14-I

3/4" 63 19,0 32 TÜMU-034X19-I

3/4" 63 20,5 32 TÜMU-034X20-I

1" 66 25,4 38 TÜMU-100X25-I

1" 66 27,0 38 TÜMU-100X27-I

1 1/4" 74 31,8 50 TÜMU-114X31-I

1 1/4" 74 33,0 50 TÜMU-114X33-I

1 1/2" 87 38,1 55 TÜMU-112X38-I

1 1/2" 87 39,5 55 TÜMU-112X39-I

2" 94 50,8 67 TÜMU-200X50-I

2" 94 52,0 67 TÜMU-200X52-I

available material: 1.4408

Threaded fittings › fittings › PN 10 (ECO-Line) › nozzles › with female thread
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hose nozzle

> cast version

> material AISI 316/ 1.4408 (V4A)

> inspection certificate according to DIN EN 10204-3.1

> cylindrical female thread according to DIN ISO 228-1 (code: G)
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