
zkratka označení: R.211*šestihranná redukce

technický list výrobku

R G L l1 SW PN kg Art.-Nr.

    1/4"     1/8" 17,0 11,0 14 100 0,020 RS-014-018

    3/8"     1/8" 17,5 11,5 19 100 0,030 RS-038-018

    3/8"     1/4" 17,5 11,5 19 100 0,020 RS-038-014

    1/2"     1/8" 21,0 15,0 22 100 0,050 RS-012-018

    1/2"     1/4" 21,0 15,0 22 100 0,040 RS-012-014

    1/2"     3/8" 21,0 15,0 22 100 0,020 RS-012-038

    3/4"     1/4" 24,5 16,5 30 100 0,090 RS-034-014

    3/4"     3/8" 24,5 16,5 30 100 0,070 RS-034-038

    3/4"     1/2" 24,5 16,5 30 100 0,050 RS-034-012

    1"     1/4" 27,0 19,0 36 100 0,150 RS-100-014

    1"     3/8" 27,0 19,0 36 100 0,150 RS-100-038

    1"     1/2" 27,0 19,0 36 100 0,120 RS-100-012

    1"     3/4" 27,0 19,0 36 100 0,070 RS-100-034

    1 1/4"     1/2" 32,5 21,5 46 64 0,300 RS-114-012

    1 1/4"     3/4" 32,5 21,5 46 64 0,190 RS-114-034

    1 1/4"     1" 32,5 21,5 46 64 0,120 RS-114-100

    1 1/2"     1/2" 32,5 21,5 50 64 0,350 RS-112-012

    1 1/2"     3/4" 32,5 21,5 50 64 0,360 RS-112-034

    1 1/2"     1" 32,5 21,5 50 64 0,260 RS-112-100

    1 1/2"     1 1/4" 32,5 21,5 50 64 0,130 RS-112-114

    2"     1" 40,0 26,0 65 64 0,680 RS-200-100

    2"     1 1/4" 40,0 26,0 65 64 0,520 RS-200-114

    2"     1 1/2" 40,0 26,0 65 64 0,400 RS-200-112

    2 1/2"     2" 46,0 30,0 80 40 0,540 RS-212-200

    3"     2" 51,5 33,5 90 40 1,240 RS-300-200

    3"     2 1/2" 51,5 33,5 90 40 0,740 RS-300-212

dostupné jakosti: 1.4404

Fitinky závitové › fitinky › PN 50/100 › redukce › R-211 (vně/vni)
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Hexagon bushing

R-211

> made from a solid material - "turned design"

> Material 1.4404/ AISI 316L

> Outer thread acc. to ISO 7/1 (BSP-R); optional with NPT-thread

> Inner thread acc. to ISO 228/1 (BSP-G); optional with NPT-thread

> with PED-pressure approval

Design pressure

Size Mpa
up to 1" 10,0

from 1 1/4"  6,4

from 2"  4,0

vytvořeno 09.01.2026 19:46 2/2


