
zkratka označení: GE.ED*přímé vešroubovací šroubení

DIN 2353, EN ISO 8434-1

Těsnicí hrana tvar E

s vpichovacím těsněním (Viton)

technický list výrobku

Reihe G D PN L L2 L3 SW SW2 kg Art.-Nr.

leicht   1/8" 6 315 31,0 8,5 14 14 0,026 2353-GE06LG01ED

leicht   1/8" 8 315 32,0 9,5 14 17 0,000 2353-GE08LG01ED

leicht   1/8" 10 315 33,0 10,5 17 19 0,043 2353-GE10LG01ED

leicht   1/4" 6 315 37,0 10,0 19 14 0,040 2353-GE06LG02ED

leicht   1/4" 8 315 37,0 10,0 19 17 0,045 2353-GE08LG02ED

leicht   1/4" 10 315 38,0 11,0 19 19 0,049 2353-GE10LG02ED

leicht   1/4" 12 315 39,0 12,0 19 22 0,099 2353-GE12LG02ED

leicht   1/4" 15 315 40,0 13,5 24 27 0,000 2353-GE15LG02ED

leicht   3/8" 6 315 38,0 11,5 22 14 0,057 2353-GE06LG03ED

leicht   3/8" 8 315 38,0 11,5 22 17 0,067 2353-GE08LG03ED

leicht   3/8" 10 315 39,0 12,5 22 19 0,000 2353-GE10LG03ED

leicht   3/8" 12 315 39,0 12,5 22 22 0,050 2353-GE12LG03ED

leicht   3/8" 15 315 41,0 13,5 24 27 0,100 2353-GE15LG03ED

leicht   3/8" 18 315 42,0 14,0 27 32 0,000 2353-GE18LG03ED

leicht   3/8" 22 160 43,5 16,5 32 36 0,000 2353-GE22LG03ED

leicht   1/2" 6 315 41,0 12,0 27 14 0,087 2353-GE06LG04ED

leicht   1/2" 8 315 41,0 12,0 27 17 0,000 2353-GE08LG04ED

leicht   1/2" 10 315 43,0 13,0 27 19 0,093 2353-GE10LG04ED

leicht   1/2" 12 315 42,0 13,0 27 22 0,100 2353-GE12LG04ED

leicht   1/2" 15 315 43,0 14,0 27 27 0,119 2353-GE15LG04ED

leicht   1/2" 18 315 45,0 14,5 27 32 0,289 2353-GE18LG04ED

leicht   1/2" 22 160 47,0 16,5 32 36 0,358 2353-GE22LG04ED

leicht   1/2" 28 160 47,0 20,5 41 41 0,000 2353-GE28LG04ED

leicht   3/4" 12 315 45,0 14,0 32 22 0,151 2353-GE12LG06ED

leicht   3/4" 15 315 46,0 15,0 32 27 0,000 2353-GE15LG06ED

leicht   3/4" 18 315 47,0 14,5 32 32 0,182 2353-GE18LG06ED

leicht   3/4" 22 160 49,0 16,5 32 36 0,200 2353-GE22LG06ED

leicht   3/4" 28 160 49,0 17,5 41 41 0,271 2353-GE28LG06ED

leicht   1" 18 315 50,0 18,0 41 332 0,000 2353-GE18LG08ED

leicht   1" 22 160 52,0 17,5 41 36 0,282 2353-GE22LG08ED

leicht   1" 28 160 52,0 17,5 41 41 0,276 2353-GE28LG08ED

leicht   1" 35 160 56,0 17,5 46 50 0,000 2353-GE35LG08ED

leicht   1 1/4" 22 160 55,0 18,0 50 36 0,458 2353-GE22LG10ED

leicht   1 1/4" 28 160 55,0 18,5 50 41 0,434 2353-GE28LG10ED

leicht   1 1/4" 35 160 59,0 17,5 50 50 0,292 2353-GE35LG10ED

leicht   1 1/4" 42 160 62,0 19,0 55 60 0,000 2353-GE42LG10ED
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Reihe G D PN L L2 L3 SW SW2 kg Art.-Nr.

leicht   1 1/2" 35 160 63,0 19,5 55 50 0,612 2353-GE35LG12ED

leicht   1 1/2" 42 160 62,0 19,0 55 60 0,620 2353-GE42LG12ED

schwer   1/8" 6 630 35,0 12,5 14 17 0,000 2353-GE06SG01ED

schwer   1/8" 8 630 36,0 13,0 17 19 0,000 2353-GE08SG01ED

schwer   1/8" 12 630 39,0 13,5 22 24 0,000 2353-GE12SG01ED

schwer   1/4" 6 630 40,0 13,0 19 17 0,000 2353-GE06SG02ED

schwer   1/4" 8 630 42,0 15,0 19 19 0,064 2353-GE08SG02ED

schwer   1/4" 10 630 43,0 14,5 19 22 0,078 2353-GE10SG02ED

schwer   1/4" 12 630 45,0 16,5 22 24 0,096 2353-GE12SG02ED

schwer   1/4" 16 400 48,0 18,0 27 30 0,080 2353-GE16SG02ED

schwer   3/8" 6 630 42,0 15,5 22 17 0,000 2353-GE06SG03ED

schwer   3/8" 8 630 42,0 15,5 22 19 0,084 2353-GE08SG03ED

schwer   3/8" 10 630 43,0 15,0 22 22 0,000 2353-GE10SG03ED

schwer   3/8" 12 630 45,0 17,0 22 24 0,105 2353-GE12SG03ED

schwer   3/8" 14 630 48,0 18,5 24 27 0,000 2353-GE14SG03ED

schwer   3/8" 16 400 48,0 18,0 27 30 0,000 2353-GE16SG03ED

schwer   1/2" 6 630 47,0 18,0 27 17 0,000 2353-GE06SG04ED

schwer   1/2" 8 630 47,0 18,0 27 19 0,000 2353-GE08SG04ED

schwer   1/2" 10 630 48,0 17,5 27 22 0,000 2353-GE10SG04ED

schwer   1/2" 12 630 48,0 17,5 27 24 0,099 2353-GE12SG04ED

schwer   1/2" 14 630 51,0 19,0 27 27 0,000 2353-GE14SG04ED

schwer   1/2" 16 400 51,0 18,5 27 30 0,170 2353-GE16SG04ED

schwer   1/2" 20 400 56,0 20,5 32 36 0,259 2353-GE20SG04ED

schwer   1/2" 25 400 61,0 23,0 41 46 0,428 2353-GE25SG04ED

schwer   3/4" 12 630 52,0 21,0 32 24 0,000 2353-GE12SG06ED

schwer   3/4" 14 630 55,0 21,0 32 27 0,000 2353-GE14SG06ED

schwer   3/4" 16 400 55,0 20,5 32 30 0,242 2353-GE16SG06ED

schwer   3/4" 20 400 58,0 20,5 32 36 0,274 2353-GE20SG06ED

schwer   3/4" 25 400 63,0 23,0 41 46 0,479 2353-GE25SG06ED

schwer   3/4" 30 400 66,0 24,0 46 50 0,000 2353-GE30SG06ED

schwer   1" 20 400 62,0 22,5 41 36 0,000 2353-GE20SG08ED

schwer   1" 25 400 65,0 23,0 41 46 0,000 2353-GE25SG08ED

schwer   1" 30 400 68,0 23,5 46 50 0,610 2353-GE30SG08ED

schwer   1 1/4" 20 400 64,0 22,5 50 36 0,000 2353-GE20SG10ED

schwer   1 1/4" 30 400 70,0 23,5 50 50 0,000 2353-GE30SG10ED

schwer   1 1/4" 38 250 77,0 26,0 55 60 0,000 2353-GE38SG10ED

schwer   1 1/2" 30 400 75,0 26,5 55 50 0,000 2353-GE30SG12ED

schwer   1 1/2" 38 250 79,0 26,0 55 60 0,000 2353-GE38SG12ED

dostupné jakosti: 1.4571

Systémy › zářezné  kroužky › přímé šroubovací spojky › vnější šroubení › s vpichovacím těsněním

Úplný popis: přímé vešroubovací šroubení
DIN 2353, EN ISO 8434-1
Těsnicí hrana tvar E
s vpichovacím těsněním (Viton)
sealing by an elastomer profiled ring - Viton
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Threaded studs  Form E

DIN 3852 T11, ISO 1179-2

Sealed by groove seal (Viton)

with cylindrical Whitworth-pipe thread ("G")

DIN-ISO 228 -T1  or BSP-thread

 Nominal pressures PN

Series Pipe oustide Ø PN
L (light) 6  - 15 250

18 - 22 160

28 - 42 100

S (heavy)  6 - 14 630

16 - 25 400

30 - 38 250

The nominal pressure is a commonly used rounded-off number referring to the pressure that is listed for static
loads with a 3- or 4-fold safety margin.

Pressure deductions

Temperature Pressure deduction
+50°C  4,5%

+100°C 11%

+200°C 20%

+300°C 29%

+400°C 33%

For seal materials such as FPM and Viton, the temperature limits of -25 to +200°C must be noted.

All values specified are guidelines that can also be influenced to a greater or lesser extent by the medium.
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