Mheco ( |

YIS

zpétny ventil, PN 40 zkratka oznaceni: RV.S*

s privarov. konci ISO 4200
Sikmy

technicky list vyrobku

Zoll DN D d d2 S L L2 h kg Art.-Nr.
1/2" 15 21,3 18,1 17 1,6 65 10 42,5 9,222  RV-012-00S
3/4" 20 26,9 23,7 22 1,6 75 10 49,0 9,333  RV-034-00S
1" 25 33,7 29,7 27 2,0 90 13 57,5 9,545 RV-100-00S
1 1/4" 32 42,4 38,4 35 2,0 110 14 65,0 9,938  RV-114-00S
11/2" 40 48,3 44,3 42 2,0 120 15 74,0 1,262  RV-112-00S
2" 50 60,3 55,1 52 2,6 150 18 85,0 2,225  RV-200-00S
2 1/2" 65 76,1 70,3 67 2,9 205 22 118,0 4,972  RV-212-00S
3" 80 88,9 83,1 81 2,9 220 26 128,0 6,920  RV-300-00S

dostupné jakosti: na poptavku

Armatury > zpétné > ventily > pFivafovaci konce
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0. Designation Material
Housing 1.4408
Disk 1.4301
Seal PTFE
Screw 1.4301
Disk 1.4408
Spring 1.4310
Cover 1.4408
Seal PTFE
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MEDIUM PRESSURE
max. 40 bar

CRACKING PRESSURE
approx. 0,10 bar

TEMPERATURE
max. +140°C

Kv-Value

Size m3/h
1/2" 3,11
3/4" 5,5
1" 8,6
11/4" 14,1
11/2" 19,9
2" 31,8
2 1/2" 58,3
3" 84
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