
zkratka označení: E494G*adapter nipple, victaulic

StrengThin 100 to original

groove system (OGS)

technický list výrobku

DN D s E-E kg

50 60,3 2,0 102 0,500

65 76,1 2,0 102 0,800

80 88,9 2,0 102 1,000

100 114,3 2,0 102 1,400

125 139,7 2,0 102 1,700

150 168,3 2,0 102 2,300

200 219,1 3,0 152 4,400

250 273,0 3,0 152 6,700

300 323,9 3,0 152 8,000

dostupné jakosti: 304L, 316L

Systémy › Victaulic › StrengThin™ 100 › Adapter › Übergangsnippel
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Victaulic® StrengThin™ 100 System

Fittings for Stainless Steel

Maximum Working Pressure
• PN 10/16  (the fitting pressure rating is equivalent to the coupling joint pressure rating)

Pipe wall thickness for 16 bar

Size [s] max. [s] min.
DN 50/ 60,3 2,7 mm 1,6 mm

DN 65/ 76,1 2,7 mm 1,6 mm

DN 80/ 88,9 2,7 mm 1,6 mm

DN 100/ 114,3 2,7 mm 1,6 mm

DN 125/ 139,7 3,0 mm 2,0 mm

DN 150/ 168,3 3,0 mm 2,0 mm

DN 200/ 219,1 3,7 mm (for 10 bar 2,9 mm) 3,0 mm (for 10 bar 2,0 mm)

DN 250/ 273,0 4,2 mm (for 10 bar 2,9 mm) 3,0 mm (for 10 bar 2,0 mm)

DN 300/ 323,9 4,5 mm (for 10 bar 2,9 mm) 3,0 mm (for 10 bar 2,0 mm)

Material
• WROUGHT: Stainless steel per EN 10088-1 No. 1.4307 (304L) or EN 10088-1 No. 1.4404 (316L)
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