
short name: TS.*tee

technical product sheet

Rp L H D V-Steg Fabrikat kg Art.-Nr.

   1/8" 30,0 15,0 14 Ja Valve-tek 0,026 TS-018-000

   1/4" 35,0 18,0 17 Ja Haoxing 0,039 TS-014-000

   3/8" 38,0 19,0 20 Ja TGGL 0,080 TS-038-000

   3/8" 42,0 21,0 21 Ja Haoxing 0,080 TS-038-000

   1/2" 48,0 23,0 25 Ja TGGL 0,078 TS-012-000

   1/2" 49,0 25,0 25 Ja Hebei 0,078 TS-012-000

   3/4" 54,0 26,0 31 Ja TGGL 0,230 TS-034-000

   1" 64,0 33,0 38 Ja Valve-tek 0,369 TS-100-000

   1" 65,0 33,0 39 Ja Haoxing 0,369 TS-100-000

   1" 66,0 33,0 38 Ja TGGL 0,369 TS-100-000

   1 1/4" 76,0 38,0 46 Ja Haoxing 0,353 TS-114-000

   1 1/4" 82,0 40,0 48 Ja TGGL 0,353 TS-114-000

   1 1/2" 84,0 41,0 54 Ja Haoxing 0,288 TS-112-000

   2" 105,0 52,0 66 Ja TGGL 0,941 TS-200-000

   2 1/2" 126,0 63,0 83 Ja TGGL 1,068 TS-212-000

   2 1/2" 132,0 66,0 85 Nein Hugo 1,068 TS-212-000

   3" 143,0 72,0 96 Ja TGGL 1,240 TS-300-000

   3" 145,0 73,0 96 Ja TGGL 1,240 TS-300-000

   3" 151,0 76,0 97 Nein Go-Reng 1,240 TS-300-000

   4" 182,0 91,0 125 Nein "Auslauf" 3,946 TS-400-000

available material: V4A

Threaded fittings › fittings › PN 10 (ECO-Line) › branches › tees
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Tee

inner thread on all sides

Version
similar to DIN EN 10241:2000 (old DIN 2987)

stainless steel material-no. 1.4408

pressure level PN 10 or 150 lbs

Thread DIN EN 10226-1:2004 (old DIN 2999) or ISO 7-1 (Connections sealing in the thread)

cylindrical inner thread, code Rp
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