
short name: 212A*welding union, complete

no. 212A

technical product sheet

Reihe DN D D2 d L kg Art.-Nr.

DIN 10 13,0 38 10,0 34 0,134 GL-212-010

DIN 15 19,0 44 16,0 34 0,167 GL-212-015

DIN 20 23,0 54 20,0 36 0,294 GL-212-020

DIN 25 29,0 63 26,0 44 0,386 GL-212-025

DIN 32 35,0 70 32,0 50 0,480 GL-212-032

DIN 40 41,0 78 38,0 52 0,560 GL-212-040

DIN 50 53,0 92 50,0 56 0,774 GL-212-050

DIN 65 70,0 112 66,0 64 1,233 GL-212-065

DIN 80 85,0 127 81,0 74 1,750 GL-212-080

DIN 100 104,0 148 100,0 88 2,320 GL-212-100

DIN 125 129,0 178 125,0 68 3,360 GL-212-125

DIN 150 154,0 210 150,0 74 5,120 GL-212-150

ISO 15 21,3 44 18,1 34 0,161 GL-212-021

ISO 20 26,9 54 23,7 36 0,275 GL-212-026

ISO 25 33,7 63 29,7 45 0,400 GL-212-033

ISO 32 42,4 70 38,4 51 0,570 GL-212-042

ISO 40 48,3 78 44,3 53 0,566 GL-212-048

ISO 50 60,3 92 56,3 57 0,787 GL-212-060

ISO 65 76,1 112 72,1 65 1,240 GL-212-076

ISO 80 88,9 127 84,9 75 1,708 GL-212-088

ISO 100 114,3 148 110,3 89 2,380 GL-212-114

Zoll 1" 25,4 63 22,9 45 0,000 GL-212-Z25

Zoll 1 1/4" 31,8 70 27,8 51 0,000 GL-212-Z32

Zoll 1 1/2" 38,1 78 35,1 53 0,594 GL-212-Z40

Zoll 2" 50,8 92 47,8 57 0,850 GL-212-Z50

Zoll 2 1/2" 63,5 112 60,2 65 1,105 GL-212-Z65

Zoll 3" 76,1 119 72,8 65 1,260 GL-212-Z80

Zoll 4" 101,6 148 97,4 89 2,520 GL-212-ZA0

available material: V4A

Beverage fittings › unions › complete

created 06.03.2024 19:05 1/2



Parts list

Designation Number Material
Locknut 210 V2A*

Conical adaptor 214 V2A/V4A

Seal ring 211 Perbunan**

Threaded adaptor 213 V2A/V4A

(*)= Standard - available in V4A on request

(**)= Standard - available in silicon, EPDM or teflon on request

Materials
V2A:  1.4301/ 1.4306, 1.4307 bzw. AISI 304/ 304L

V4A:  1.4404 or AISI 316L

Permissible pressure acc. to DIN 11851

Nominal diameter Pressure level
DN 10 - 40  40 bar

DN 50 -100  25 bar

DN 125-150  16 bar

These pressures can be used up to 140°C when using suitable sealing materials.
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