
short name: MN.*reducing socket nipple

technical product sheet

Rp R L l1 l2 D Typ Fabrikat kg Art.-Nr.

  1/4"   1/8" 18 8 10 15 6-kt.-Gehäuse BMP 0,024 MN-014-018

  1/4"   1/8" 22 9 15 16 6-kt.-Gehäuse v-tek 0,024 MN-014-018

  3/8"   1/4" 26 10 16 19 6-kt.-Gehäuse v-tek 0,038 MN-038-014

  1/2"   1/8" 33 9 22 26 6-kt.-Gehäuse KI 0,059 MN-012-018

  1/2"   1/4" 24 11 14 24 6-kt.-Gehäuse TGGL 0,072 MN-012-014

  1/2"   1/4" 28 11 18 24 6-kt.-Gehäuse v-tek 0,072 MN-012-014

  1/2"   3/8" 25 11 14 24 6-kt.-Gehäuse in Bearbeitun 0,069 MN-012-038

  1/2"   3/8" 29 11 18 24 6-kt.-Gehäuse v-tek 0,069 MN-012-038

  1/2"   3/8" 31 11 20 24 6-kt.-Gehäuse v-tek 0,069 MN-012-038

  3/4"   1/4" 26 10 16 30 6-kt.-Gehäuse BMP 0,088 MN-034-014

  3/4"   3/8" 26 10 15 30 6-kt.-Gehäuse TGGL 0,093 MN-034-038

  3/4"   3/8" 32 11 21 30 6-kt.-Gehäuse v-tek 0,093 MN-034-038

  3/4"   1/2" 29 14 15 30 6-kt.-Gehäuse "Auslauf" 0,100 MN-034-012

  1"   1/2" 30 14 16 37 6-kt.-Gehäuse TGGL 0,120 MN-100-012

  1"   1/2" 40 14 25 37 8-kt.-Gehäuse "Auslauf" 0,120 MN-100-012

  1"   3/4" 32 16 15 37 6-kt.-Gehäuse TGGL 0,136 MN-100-034

  1 1/4"   1/2" 43 18 25 50 6-kt.-Gehäuse "Auslauf" 0,150 MN-114-012

  1 1/4"   3/4" 37 15 22 46 6-kt.-Gehäuse TGGL 0,196 MN-114-034

  1 1/4"   3/4" 42 15 27 46 8-kt.-Gehäuse Valve-tek 0,196 MN-114-034

  1 1/4"   1" 44 18 27 46 8-kt.-Gehäuse "Auslauf" 0,209 MN-114-100

  1 1/2"   3/4" 34 15 19 52 8-kt.-Gehäuse TGGL 0,229 MN-112-034

  1 1/2"   1" 39 18 21 51 8-kt.-Gehäuse TGGL 0,227 MN-112-100

  1 1/2"   1 1/4" 42 20 22 52 8-kt.-Gehäuse EF 0,262 MN-112-114

  1 1/2"   1 1/4" 46 20 26 52 8-kt.-Gehäuse "Auslauf" 0,262 MN-112-114

  2"   1" 45 18 27 64 8-kt.-Gehäuse TGGL 0,432 MN-200-100

  2"   1 1/4" 47 20 27 64 8-kt.-Gehäuse BMP 0,395 MN-200-114

  2"   1 1/4" 57 24 34 66 6-kt.-Gehäuse "Auslauf" 0,395 MN-200-114

  2"   1 1/2" 51 20 30 65 8-kt.-Gehäuse TGGL 0,446 MN-200-112

available material: V4A

Threaded fittings › fittings › PN 10 (ECO-Line) › reducers › reducing socket nipples
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Reducing socket nipples

Innter-/ Outer thread

Version
similar to DIN EN 10241:2000 (old DIN 2990)

stainless steel material-no. 1.4408

pressure level PN 10 or 150 lbs

thread DIN EN 10226-1:2004 (old DIN 2999) or ISO 7-1 (connections sealing in the thread)

cylindrical inner thread, code Rp

tapered outer thread, code R
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